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PREFACE 
The fourth in a series of NASAISAE Interior Noise Workshops was held on May 
19 and 20, 1992 at the Graf Zeppelin Haus in Friedrichshafen, Germany. The theme 
of the workshop was new technology and applications for aircraft interior noise with 
emphasis on source noise prediction; cabin noise prediction; cabin noise control, 
including active and passive methods; and cabin interior noise test procedures. This 
report is a compilation of the presentations made at the meeting which addressed the 
above issues. 
Appreciation is extended to all of those who participated in the workshop and 
particularly to those that made presentations. In addition, Dr. Ingo Borchers of Domier 
Luftfahrt GmbH served as an excellent workshop host as well as' tour guide of the 
acoustic facilities at Dornier. Finally, speCial thanks are extended to Ms. Loriot of 
Dornier and Ms. Sutherland of NASA for managing the myriad of arrangements and 
correspondence associated with this very successful workshop. 
David G. Stephens, NASA Langley Research Center 
Hanno Heller, DLR Institute for Design Aerodynamics 
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SUMMARY 
This presentation discusses the results of an interior noise technology program con-
ducted in 1991 to improve the noise environment in the aft cabin of MD-80 twin jet 
aircraft. The noise environment in the aft cabin includes tone noise levels occurring 
at the shaft rotational frequencies of the engine. Engine vibration levels at these fre-
quencies are transmitted through the engine pylon to the cabin. The objective of 
this program was to reduce the levels of three specific tones, one which occurs during 
ground idle operations (the lower frequency tone, termed the lo-tone) and two which 
occur during cruise (the lo-tone and a higher frequency tone termed the hi-tone). 
Two potential noise control treatments were identified, studied in ground and flight 
tests at Douglas Aircraft Company, and then evaluated on a production, in-service 
aircraft. The treatments are both vibration absorber devices which are designed to 
reduce vibration at and around the frequencies at which they are tuned. Frame vibra-
tion absorbers consist of an absorber mass with an elastomer spring, and are installed 
on the four aft-most frames and floor beams in the cabin. Engine vibration absorbers 
consist of an absorber mass on a long stem, and are installed on the forward engine 
mount yoke of each engine pylon. 
Prototype frame absorbers tuned to the lo-tone frequency were tested on a DC-9 
fuselage test section, excited by a shaker attached to the pylon. Results of these tests 
showed a 10 dB reduction in aft seat lo-tone noise levels in an unfurnished cabin, and a 
5 dB reduction when the cabin was furnished. Engine vibration absorbers were tested 
during ground and flight tests of an MD-80 test aircraft. Several absorber configurations 
were tested, involving different combinations of absorbers tuned to reduce the lower or 
the higher frequency tones (termed the "lo-tone" and the "hi-tone" absorbers). These' 
tests showed a 6 to 10 dB reduction of the lo-tone when all lo-tone absorbers were 
installed, and a 4 to 6 dB reduction of the hi-tone when all hi-tone absorbers were 
installed. 
A series of ground and flight evaluation tests using an in-service aircraft wu then 
conducted, for several configurations of frame and engine vibration absorbers. For 
each configuration the test data were analyzed to yield the average sound pressure 
level in 1 Hz bandwidths over the operating range of the aircraft, and these levels were 
averaged over three seats in the aft cabin. Further, a composite tone noise reduction was 
computed which incorporated the reductions measured for the three tones. The results 
of this evaluation showed that frame absorbers alone and lo-tone engine absorbers 
alone each provided significant reductions, but the combination of frame and lo-tone 
absorbers provided )he highest composite tone reduction, 6 dB relative to an untreated 
configuration. This combined treatment is currently being implemented by one major 
airline on their MD-BO aircraft. 
MD-80 AFT CABIN NOISE CONTROL 
A CASE HISTORY 
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MD-80 AFT CABIN NOISE CONTROL 
Key Team Participants 
Acoustics 
A. Burke 
G. Cunto (Alenia) 
E. Harvey 
D. May 
M. Simpson 
Structures 
D. Lorch . 
Test/ Analysis 
M. Lang 
O. Angell 
MD-80 AFT CABIN NOISE CONTROL . 
• Program conducted in response to airline desire for quieter aft 
cabin 
• Cabin noise caused by engine vibration transmitted through 
pylon to cabin surfaces 
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INPUT TO CABIN 
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CURRENT MIX OF 2 Lo-TONE + 1 HI-TONE 
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N DEVELOPMENT TESTS 
FRAME VIBRATION ABSORBERS 
• Lab tests conducted on a DC-9 fuselage test section 
• Prototype absorbers installed on aft 4 frames 
• Fuselage excited by 20 lb shaker mounted at engine pylon, at 
lo-tone frequency 
• Test results: 
- Unfurnished cabin - 10 dB reduction 
- Furnished cabin - 5 dB reduction 
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SAMPLE LAB TEST RESULTS -
PROTOTYPE FRAME ABSORBERS 
(UNFURNISHED FUSELAGE) 
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DEVELOPMENT TESTS -
ENGINE VIBRATION ABSORBERS 
• Ground and flight tests conducted on an MD-80 test aircraft 
• Noise spectra obtained for engine sweeps (up and down) and 
steps (up, at 1 % rpm increments) at 3 seats in aft seat row 
• Configurations evaluated: 
- 4, 3, or 2 lo-tone absorbers 
- 4, 3, or 2 hi-tone absorbers 
- 2 lo-tone and 1 hi-tone absorbers (production configuration) 
- no absorbers 
• Test results (average reduction over 3 seats, 8 Hz): 
- 4 lo-tone absorbers - 6 - 10 dB reduction 
- 4 hi-tone absorbers - 4 - 6 dB reduction 
- Fewer absorbers yield proportionately lower reductions 
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SAMPLE FLIGHT TEST RESULTS -
ENGINE ABSORBER CONFIGURATIONS 
(4 LO-TONE ABSORBERS, CRUISE CONDITIONS) 
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IN-SERVICE EVALUATION TESTS 
NOISE CONTROL TREATMENTS 
• Production engine absorbers (4 lo-tone + 2 hi-tone) 
, 
• 8 lo-tone engine absorbers 
• 8 hi-tone engine absorbers 
• 104 frame absorbers 
• Combinations of frame and engine absorbers 
MEASUREMENTS 
• Ground tests at low power to measure "ground idle" noise, and 
at high power to simulate "cruise" noise - all treatments 
• Flight tests to measure "cruise" noise - selected treatments 
• Engine rpm varied in sweeps (up and down), and steps (up) 
• 3 microphones (seats 37 A, C, E) 
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IN-SERVICE EVALUATION TESTS 
ANALYSIS 
• Average Sound Pressure Level (SPL) calculated in 1 Hz band-
widths across operating range 
SPL 
---iH-+-+-+-i~ .. -- 1 Hz 
ANALYSIS RANGE 
FREQUENCY 
INTERPRETATION 
• Average noise reduction (SPL difference) for each treatment 
across 3 seats for each problem tone 
• Three problem tone noise reductions for each treatment com-
bined to give a single-number benefit - "Composite ground and 
flight noise reduction" 
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PRODUCTION ABSORBERS 
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TONE NOISE REDUCTIONS FOR EACH TREATMENT 
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FRAME & ENGINE VIBRATION 
ABSORBER NOISE BENEFIT 
8 Lo-Tone Absorbers 
o 8 Hi-Tone Absorbers 
Production Absorbers 
I 
o 
Additional Weight, / shipset 
104 Frame Absorbers 
+ 8 Lo-Tone Absorbers 
X 104 Frame- Absorhe-rs . 
(No engine absorbers) 
CONCLUSIONS 
• Frame absorbers and lo-tone engine absorbers each give signif-
icant noise reductions - combined treatments give the highest 
reduction 
• Recommended treatment configuration: 104 frame absorbers 
plus 4 lo-tone engine absorbers 
• Airline pleased with success of aft cabin noise reduction program 
• Implementation of the recommended treatment has begun 
• Also recommended on-going monitoring program 
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ABSTRACT 
To perform advanced acoustic studies for 
achieving low interior noise levels for the 
Oornier 328, an acoustic test cell (ATC) of 
the oornier 328 has been build. The ATC 
consists of a fuselage section with full 
cabin length, a realistic fuselage 
suspension and three exterior noise simu-
lation rings equiped with 60 loudspeakers. 
To generate and control the noise excita-
tion and to store and evaluate the large 
number of the ATC measurement data, a 
complex digital 60 channel computer/ampli-
fier noise generation system as well as 
multichannel digital data aquisition and 
evaluation systems have been used. 
The noise control tests started with 
vibration measurements for supporting 
acoustic data interpretation. Then acoustic 
tests followed which first have been 
carried out without noi •• reduction 
measures. Since synchrophasinq is an 
important noise reduction mean, in the 
second test phase extensive tests on this 
topic have been performed. In addition, 
experiments have been carried out on 
dynamic vibration absorbers, the most 
important passive noise reduction measure 
for the low frequency propeller noise. The 
tests included different kinds of such 
absorbers and measurements for different 
RPM's and synchrophaser angles. 
The present paper gives a detailed 
description of the design and the 
arrangement of the ATC. Furthermore, the 
exterior noise simulation as well as data 
aquisition and evaluation are explained. 
The most interesting results of the 
measurements showing very promising noise 
reductions due to synchrophasing and 
dynamic vibration absorbers are presented. 
1. INTRODUCTION 
Low cabin noise levels are required by the 
airlines for new propeller driven regional 
aircraft as it is an important factor for 
successful operation. Thus, for the 
Dornier 328 a goal of 78dB(A) on at least 
75% of the passenger seats for a maximum 
cruise at 1050 RPM in 25000 ft has been 
specified. Also for the climb condition at 
1100 RPM the levels should not be much 
louder. To reach this goal an extensive 
interior noise control program has been 
established and is currently in progress. 
One powerful tool for this interior noise 
control program is the Acoustic Test Cell 
(ATC) of the Dornier 328 shown in Figure 1. 
The intention for building the ATC was to 
have a test rig which comes as near as 
possible to the real aircraft including the 
full cabin cavity and a realistic exterior 
noise simulation. A great advantage of the 
ATC is a reduced number of expensive flight 
hours and the opportunity of testing more 
variations of noise control measures 
without effecting flight certification. 
2. DESIGN OF THE DORNIER 328 ATC 
The ATC fuselage with a total length of 
12.2 m consits of three parts, the center 
part with a length of 6.95 m , a front 
extension cylinder with a length of 1.85 m 
and an aft extension cylinder with a length 
of 3.4 m, see Figure 2. 
The center part of the ATC is excited by 
the external noise generation system and is 
used for suspending the ATC. It has almost 
the same structure as the Dornier 328 
fuselage. Only minor changes, as for 
example the kind of rivets, had to be made 
for simplification. Thus it could be 
expected that the eigenfrequencies and 
eigenmodes of the ATC in the region of the 
highest excitation levels are about the 
same as for the Dornier 328. 
As could be seen from earlier finite 
element calculations (1) not ,only the 
vibrational behaviour of the fuselage is 
important for the interior noise but also 
the coupling of the structural modes with 
the modes of the enclosed air volume, the 
cavity modes. Therefore, the total cabin 
lenght should be represented. Because of 
cost saving reasons this was established by 
adding the aft extension cylinder,a 
cylinder with a simplified aluminum frame 
and stringer structure, to the center part 
by riveting. A simulation of the cockpit 
air volume, which may couple across an open 
cockpit door to the cabin volume, was 
realized by the front extension cylinder 
consisting of the same simplified structure 
as the aft extension cylinder. At the end 
of the extension parts the ATC is closed by 
wooden plates. 
Inside the ATC the floor is manufactured by 
wooden plates which are covered by a carpet 
with similar material as planned for the 
real aircraft. To separate the cockpit from 
the cabin, a wooden wall is installed 
including a door. A view into the ATC is 
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Figure 1: The Dornier J28 Acoustic Test Cell (ATe) 
given in Figure J. until now, no interior 
equipment for the tests have been used. For 
the near future it is planned to install 
thermal insulation, interior trim and 
seats. 
The ATe fuselage is mounted in the large 
acoustically treated test chamber of 
Dornier Luftfahrt GmbH. The suspension is 
realized by a steel constuction which holds 
the ATe on four original wing attachement 
points. 
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Figure 2: Structure and suspension of the 
ATe 
J. SIGNAL GENERATION SYSTEM 
A very complex part of the ATe is the 
signal generation system designed to 
generate propeller noise on the fuselage as 
close as possible to reality. With this 
system, based on a 60 channel computerl 
amplifier noise generation group, it is 
possible to simulate calculated and 
measured propeller noise fields with the 
correct amplitude and phase at 60 points on 
the fuselage skin. Different synchrophasing 
angles can be adjusted within a few 
seconds, enabling parameter studies on this 
important subject. For special measurements 
it is also possible, to generate broadband 
random noise for example to simUlate 
boundary layer and jet noise . 
Figure J: Interior of the ATe including 
microphone antenna 
ORIGINAL P.D.GE IS 
OF POOR QUALITY 
3.1 Signal Generation System Hardware 
The set-up of the total system is given in 
Figure 4. The 60 loudspeakers are located 
in three planes, the propeller plane, a 
quarter of the wavelength of the 
fundamental tone in front and a quarter of 
a wavelengh behind the propeller plane, 
cover the part of the fuselage most 
strongly excited . For each of these planes 
two wooden loudspeaker sections formed as 
half rings , one on the lef~ and one of the 
right side. have been build containing 10 
loudspeakers each. see Figure 5. 
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Figure 4: Flow chart of the ATC noise 
excitation and measurement 
system 
The exterior excitation noise is monitored 
by microphones mounted on the outer 
fuselage skin under each loudspeaker. To 
enable easy access to these microphones 
every half ring is fitted on wheels for 
easy loudspeaker section disassembly. The 
wheels are guided by aluminium profils to 
ensure that allways the same position on 
Figure 5 : Vi ew i nca a laudspeake~ ha lf r ing 
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the fuselage is reobtained. Every 
loudspeaker has its own closed chamber, 
whiCh can be accessed by a door at the 
backside of the loudspeaker rings. Thus it 
is also possible to change the loudspeakers 
from the backside without moving the wooden 
half ring. 
Between the fuselage and the loudspeaker 
boxes a layer of weak insulation wool is 
used to ensure that the ATC has no contact 
to the wooden construction and that the 
loudspeakers will not influence each other. 
The loudspeakers are driven by 60 
independant 130 Watt special amplifiers 
resulting in a power rack ...,ith about 8000 
Watt continous output power. 
The output power of the amplifiers is fixed 
to maximum for highest accuracy. The 
amplitude of the signals is controlled by 
the signal generator cards. Also for 
accuracy reasons the frequency range of the 
' amplifiers is limited to 2000 Hz. For 
possible future, different applications it 
is very easy to change this limit. Also it 
is planned to make the output power 
adjustable, if needed. 
The noise signal is generated by 60 signal 
generator cards shown in Figure 6. Every 
card has its own memory and processor, so 
that it is able to operate independant from 
the computer. To ensure the correct phase 
relationship between the cards, the first 
card provides also the master clock impulse 
for the remaining 59 ones. For special 
tests, it is also possible to trigger the 
total system by an external clock impulse. 
Figure 6: Rack with signal generator cards 
connected to a personal computer 
The signal generator cards are fully -
controlled by a personal computer. The 
periodic time functions to be downloaded 
f or different s elected flight cases contain 
phase and nor~~lized ampl itude information 
fo r each l oudspeake ~ 1 amplifier channel . 
The pe riod of the ~ i me function certainly 
equa l s the period o f the fundamencal 
propeller to ne . 
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For operation it is only necessary to 
download once two periods of the digitized 
periodic time function from the computer 
into the memory of the different 
loudspeaker signal generator cards. The 
phase shift between the different 
loudspeaker signals is obtained by.tel~ing 
each card, at which point of the dlgltlzed 
time function it shall start the period of 
the output signal. With this technique it 
is very easy to change the phase 
relationship between the signals 
An additional very important function of 
each signal generator card is the 
possibility of changing the amplitu~e of 
the signal during signal output. ThlS is 
done by a second O/A converter on the card, 
providing the reference voltage for the 
main O/A converter. The second converter 
can be accessed during operation. Thus it 
is possible to use the full dynamic range 
of the main D/A converter. For standard 
propeller noise fields the corresponding 
settings of the second O/A converters are 
stored in files. 
3.2 System Software options 
The generated loudspeaker signals and a 
corresponding correction signal can be 
superimposed for compensating the phase-
and amplitude errors caused by the 
loudspeaker/amplifier combination. This 
correction signal was previously measured 
for every channel. 
with a time delay setting, the phase of 
each channel can be set based on its 
reference channel. This makes it very easy 
to change the synchrophasing angle, because 
all left-hand channels ref ere to the first 
channel of the left side and all right-hand 
channels ref ere to the first channel of the 
right side. The first channel of the right. 
side referes to the first channel of the 
left side, so that only the time delay of 
the first right-hand channel has to be 
changed to adjust a new synchrophasing 
angle. 
Furthermore it is possible to change the 
output frequency of the signal generator 
cards in minimum steps of 1 ~s. The 
simulated propeller fundamental frequency 
is given by the selected number of points 
for one period at a fixed output frequency 
of the points. 
To preserve the loudspeakers, the output 
starts automaticaly from zero amplitude by 
slow amplitude rising to the adjusted 
level. For the same reason the system level 
is decreasing slowly when the output is 
switched off. After changing any parameter 
of the system, the setting is restored to 
the signal generator cards. 
Finaly it is possible to store any current 
system set-up in a file on disc and reload 
it. Also it should be noted that all 
measurements showed an impressive stability 
of the sound generating system. 
4. MEASUREMENT SYSTEM 
For each measurement, first all 60 
microphones under the loudspeakers of the 
sound generating system are measured. Then 
the interior sound field is recorded in 12 
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p~anes us~ng a moveable microphone antenna 
wlth 15 mlcrop~ones.leading to a total 
number of 180 lnterlor noise measurement 
points. In addition one fixed reference 
microphone is measured during the recording 
at each plane, giving a total of 252 signal 
records for every complete measurement. 
For such a large number of measurement 
positions a user programable digital data 
aquisition system is needed and was used. 
In the current configuration the used 
system handles 32 channels parallel and a 
total maximum number of 126 channels using 
software controlled channel switches. 
It is capable to connect every microphone 
to its geometric location, so that various 
noise distribution plots can be generated. 
The user software developed by Oorriier for 
the measurements in the ATe, sets the 
calibration factors for each channel 
depending on the channel switch settings, 
the microphone coordinates depending on the 
position of the antenna in the ATe, and the 
name of the current recording depending on 
the synchrophasing angle and the position 
of the antenna. With this, it is possible 
to measure all locations for one paramater 
set of synchrophasing angles, e.g., 6 
angles, within 80 minutes. For every plane 
all 6 synchrophasing angles are measured 
before moving the antenna to the next 
plane. In general, all data are measured as 
time records and stored on optical discs or 
OAT tapes. This enables various analyses 
later if needed. 
For the standard data analysis also a 
software package has been developed, Which 
automaticaly calculates the averaged FFT's 
for each location and measurement, the 
average of all spectra, and selected 
spectra, e.g., the average spectra at the 
passengers ear positions, the sound 
distribution over cabin length, etc. All 
results are given in dB as well as dB(A), 
as absolute noise levels as well as noise 
reductions. 
It is possible to perform several 
measurements in one day and to do the data 
analysis software-controlled automatically 
during the night. Thus a lot of parameter 
variations can be tested rather 
effectively. 
5. NOISE AND VIBRATION MEASUREMENTS ON THE 
BARE ATe 
All noise and vibration measurements 
described in this paper have been performed 
without interior treatment as for example 
thermal insulation, interior trim and 
seats. 
5.1 Exterior Noise Field 
Following the Oornier 328 specification, 
the ATe has been excited bv two different 
pure tone propeller noise ~pectra. One of 
-these was the propeller noise for the 
condition maximum cruise with 1050 RPM at 
345 kts. The other was the condition 
maximum cruise wi~h 1100 RPM and J45kts as 
the worst case of a quick cruise climb. 
Because of not available flight test data 
of the propeller noise (the ATe tests 
started before first flight) the exterior 
sound field has been calculated. The free 
field propeller noise was provided by 
Hartzell for its Oornier 328 six-bladed 
propeller and has been corrected for 
installation effects estimated by Oornier. 
The propeller noise spectra for both 
excitations in dB(A) averaged over all 60 
loudspeakers are given in Figure 7. It can 
be seen that for both spectra the 
fundamental has the highest levels and the 
the harmonics are continously decreasing. 
This behaviour is typical for a six bladed 
propeller, while four bladed propellers 
often show higher A-weighted levels for the 
second and third blade passage frequency 
(BPF). The spectrum for 1050 RPM has for 
all tones lower levels than that for 1100 
RPM. For the fundamental, the difference is 
about 2 dB(A) but for the higher harmonics 
this difference is increasing up to about 7 
dB(A) at the fourth tone. This behaviour 
can be explained by the higher helical tip 
Mach number at 1100 RPM. The difference in 
total noise is about 3 dB(A). 
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Figure 7: Spectra of total averaged 
simulated exterior propeller 
noise (1050 RPM and 1100 RPM) 
5.2 Vibration Measurements 
Information on the bare ATe structural 
dynamics in form of eigenfrequencies and 
modeshapes as well as operational 
deflection shapes has been obtained from 
vibration measurements on the ATC. First an 
experimental modal analysis with multiple 
point shaker excitation at 10 reference 
points grouped in three points for each 
individual measurement run was carried out. 
For exicitation the burst random technique 
was used. For the calculation of the mode 
shapes only those reference points have 
been applied which showed the best values 
for the indicator functions. Six frames 
have been analyzed using a total of 170 
accelerometers. 
Up to 235 Hz 16 modes could be identified. 
Figure 8 shows the mode shapes for Mode 7 
at 95.7 Hz and Mode 8 at 116.8 Hz. These 
two modes are the nearest to the 
fundamentals of the simulated propeller 
noise with 105 Hz and 110 Hz, respectively. 
It can be seen that Mode 7 at 95.7 Hz has 
five antinodes above the floor. Below the 
floor the structural displacement is not so 
strong but the floor itself shows in the 
region of the aisle stronger displacements. 
For Mode 8 at 116.8 Hz the nodal lines can 
not be as clearly identified as those of 
Mode 7. Nevertheless six antinodes can be 
discovered above the floor. Another one can 
be detected below the floor. The floor 
deflections are for Mode 8 smaller than for 
Mode 7. 
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Figure 8: Selected eigenmodes of the ATC 
To get knowledge about the motion of the 
ATC structure during propeller noise 
excitation, operational deflection shapes 
have been determined. The used technique is 
described in (2). The operational 
deflection shapes shown in the present 
paper have been measured for two frames and 
contain the fundamental as well as four 
harmonics but they are dominated by the 
fundamental. Figure 9 presents the 
operational deflection shapes at the 
simulated propeller noise field for 1050 
RPM for two different synchrophasing . 
angles, o· and 40·. For the synchrophasing 
angle of o· a nearly symmetrical deflection 
shape with five antinodes above the floor 
can be seen. This shape is very similar to 
that of the Mode 7 at 95.7 Hz. Thus this 
eigenmode might have been strongly excited 
by the simulated propeller noise field at 
1050 RPM. Changing the synchrophasing angle 
to 40 • leads to a rotation of the 
vibration pattern and a reduction of 
deflection amplitudes. 
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Figure 9: Operational deflection shapes 
for simulated propeller noise 
(105Q RPM) 
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5.3 Interior Noise 
The interior noise measurements have been 
carried out as described in section 4. 
Figure 10 shows an example of the A-
weighted interior noise levels for the 
first three blade passage frequencies and 
the total noise as a function of the 
synchrophasing angle. The levels are 
average values of all 180 measurement 
positions in the cabin of the ATC. It can 
clearly be seen that synchrophasing leads 
to a significant total noise reduction of 
about 4 dB(A). This total noise reduction 
is dominated by the the interior noise 
field at the first BPF. Similar as the 
total noise, the noise at the first BPF 
shows a maximum at 10· and a minimum at 
40 •. The noise at the second BPF shows two 
maxima at 10· and 40· and two minima at o· 
and 30·. Also for this BPF a difference 
between maximum and minimum of 4 dB(A) 
occured. Because the levels for the second 
BPF are much lower than those of the first 
the minimum of the total noise at o· is not 
affected. For the third BPF nearly no 
influence due to synchrophasing can be 
observed. An explanation for the overall 
noise reduction may be found in the above 
mentioned reduction of the vibrational 
deflection due to synchrophasing. In 
addition, the coupling between structure 
and cavity may reduce due to the rotation 
of the deflection shape. 
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Figure 10: Total averaged interior noise 
levels for simulated propeller 
(1050 RPM) 
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The noise distribution in the cabin with 
and without synchrophasing is given in 
Figure 11. This figure represents the noise 
levels at 12 axial positions averaged at 
each axial position over three microphones 
in a typical passenger ear height. It can 
be seen that the noise reduction due to 
synchrophasing is effective over the whole 
cabin length. 
For a simulated propeller noise excitation 
with 1100 RPM the results are given in 
Figure 12. Also for this excitation the 
synchrophasing angle has a great influence 
and leads to a noise reduction of 4 dB(A). 
The maximum and minimum can be found at 20· 
and 50·, respectlvely. Similar as for 1050 
RPM this behaviour is mainly caused by the 
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Figure 11: Interior noise distributions 
averaged at the passenger ear 
positions for simulated 
propeller noise (1050 RPM) 
first BPF, which had a maximum at 20· and a 
minimum at 50·. However the interior levels 
for the second and third BPF are much 
closer to the levels of the first BPF than 
for 1050 RPM. The levels for the third BPF 
are even higher than those for the second 
BPF. This is caused first by the higher 
levels at higher harmonics for the 1100 RPM 
excitation and secondly by a worse noise 
reduction at these higher harmonics than 
for the first BPF. The interior levels for 
the second BPF show similar as for 1050 RPM 
two maxima and two minima but at the 
minimum for the first BPF also a minimum 
for the second BPF occurs. The third BPF is 
nearly not influenced by synchrophasing. 
During the preparation of this this paper a 
first in-flight spot-test on the Dornier 
328 could be performed. At this test the 
exterior noise on the fuselage was measured 
at the two points with minimum propeller 
tip clearance. In addition, the interior 
noise in the propeller plane at the 
positions of the outer seats were recorded. 
A first evaluation showed good agreement of 
the noise reductions of the Dornier 328 and 
the ATC. 
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Figure 12: Total averaged interior noise 
levels for simulated propeller 
noise (1100 RPM) 
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6. NOISE ANP VIBRATION MEASUREMENTS ON THE 
ATC EQUIPED WITH DYNAMIC VIBRATION 
ABSORBERS 
As noted in Chapter 5.1, for the Dornier 
328 two RPMs are defined: 1050 RPM for 
cruise and 1100 RPM for climb. Therefore 
special dynamic vibration absorbers (DVAs) 
had to be developed which are effective on 
both RPMs. This behaviour can be achieved 
with two types of these new absorbers: 
broadband viscoelastic tuned dampers and 
dOUble tuned narrow band vibration 
absorbers. 
For the first one, the spring part consists 
of a special rubber piece with damping just 
sufficient to obtain a bandwith covering 
both frequencies. This kind of dampers had 
been developed together with Anatrol GmbH. 
The second type is based on a flight-proven 
single frequency design provided by Fokker. 
The related new established damper type has 
two dicrete peeks at the required frequen-
cies. 
The ATC investigations had been carried out 
with both types of these dynamic vibration 
absorbers. 
6.1 Vibration Measurements 
These vibration measurements were performed 
with viscoelastic tuned dampers attached to 
the frames. For the initial damper 
arrangement a symmetric positioning of 8 
damper pairs around the frames was chosen. 
More dampers than antinodes were used to 
avoid that the structure finds nodes at the 
damper locations. Eight frames were treated 
with the same damper positioning. Figure 13 
shows for this example the comparison of 
operational deflection modes at 1050 RPM 
with and without dampers. It can clearly be 
seen that the dampers cause a strong 
reduction of the deflections. Only on the 
right side of the fuselage some minor 
vibrations are remaining. 
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Figure 13: Operational deflection shapes 
for simulated propeller noise 
(1050 RPM) 
6.2 Interior Noise 
The effect of the viscoelastic tuned 
dampers in the above mentioned initial 
arrangement on the interior noise in the 
ATC for 1050 RPM is given in Figure 11. 
Signific~nt noise reductions up to 8 db(A) 
are obta~ne~ ~ver the Whole cabin length in 
the ear pos~t~ons of the passengers in 
addition to the synchrophasing effect. 
Additional 2 dB(A) could be gained by 
attaching 120 rnm foam to the aft wooden end 
pl~te of the ATC as indicated in Figure ll. 
Following ~h~se initial investigations, the 
damper pos~t~ons and number of dampers per 
frame were attempted to be optimized. Three 
further damper arrangements have been 
tested. The first one consists of 5 pairs 
of tuned dampers per frame with a symmetric 
distribution at 8 frames. The result can be 
seen in Figure 14 where the interior noise 
levels in dB(A) averaged over all measure-
ment positions is shown as a function of 
the synchrophasing angle. For most'synchro-
phasing angles also this first new confi-
guration leads to lower interior noise 
levels than without tuned dampers but the 
levels are up to 4 dB(A) higher than the 
levels for the initial configuration 
depending on the synchrophasing angl~. 
Figure 14: Total averaged interior noise 
levels for simulated propeller 
noise (1050 RPM) 
The second new damper arrangement included 
8 pairs of tuned dampers per frame mounted 
to eight frames with an asymmetric 
distribution including four dampers on the 
left side, one in the center, and three on 
the right side. This arrangement was was 
born out of the operational deflection 
shape given in Figure 13, where the biggest 
remaining vibrations after attaching the 
initial tuned damper configuration could be 
observed on the left side. This new asymme-
tric configuration shows a further improve-
ment against the initial configuration. 
For the tested third ne'" damper arrangement 
nine pairs of dampers per frame were moun-
ted at seven frames. ~his configuration 
gave no further improvement and was sligh~­
ly worse than the second new arrangement. 
In Figure 14 it also can be seen that the 
optimum sychrophasing angle for all 
considered four arrangements has been 
shifted to 0·. 
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The averaged spectral total noise reduction 
of the whole cabin due to the tuned dampers 
in the favourable second new arrangement 
for 1050 RPM is given in Figure 15. The 
measured reduction values are about 8 dB(Al 
for the first, 9 dB(Al for the second and 
3 dB(Al for the third BPF. The high reduc-
tion at the second BPF is strongly due to 
the changing of synchrophasing angle from 
the optimal 40· for the untreated ATe to 
the optimal o· for the ATe equiped with 
tuned dampers. As can be seen in Figure 10 
the second BPF of the untreated ATe has a 
maximum at 40· and a minimum at o· with a 
level difference of about 5 dB(Al. 
Therefore, the efficiency of the tuned 
dampers at the second BPF is 4 dB(Al. The 
3 dB(Al reduction for the third tone may be 
explained by a pure mass effect. 
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Figure 15: Total averaged interior noise 
spectra for simulated propeller 
noise (1050 RPMl 
The length distributions of the A-weighted 
interior noise for the four investigated 
tuned damper arrangements for a simulated 
propeller noise with 1050 RPM are given in 
Figure 16. This figure shows again and more 
significant that the asymmetric damper 
distribution with 8 dampers per frame at 8 
frames (second new arrangementl leads to 
the lowest interior noise levels. 
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figure 16: Interior noise distributions 
averaged at the passenger ear 
positions for simulated 
propeller noise (1050 RPM) 
-----------
At the positions of the favourable second 
new arrangement also double tuned narrow 
band vibration absorbers have been attached 
fOllowed by corresponding measurements. The 
obtained result is shown in Figure 17 in 
form of averaged interior noise axial 
distributions for the plane of the passen-
ger heads compared to the favourable result 
for the viscoelastic tuned dampers. The use 
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Figure 17: Interior noise distributions 
averaged at the passenger ear 
positions for simulated 
propeller noise (1050 RPMl 
of the double tuned vibration absorbers 
leads in the position of seat rows 1, 5, 8, 
11 and 12 to improvements up to 4 dB(Al. 
For the other seat rows the levels remain 
nearly constant. This very good result is 
related with an average total cabin noise 
reduction of about 11 dB(Al for the 
fundamental tone, see Figure 18. For the 
second tone a noise' reduction of 6 dB (Al 
can be observed of which 1 dB is due to the 
absorbers according to explanation given 
above. The 3 db(A) reduction for the third 
tone may be also here explained as a pure 
mass effect. 
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figure 18: Total averaged interior noise 
~pectra for simulated propeller 
nois~ (1050 RPM) 
for 1100 RPM also damper tests have been 
performed. In general it can be stated that 
for this RPM the noise reduction due to the 
dynamic vibration absorbers is lower than 
for 1050 RPM. A related example is given in 
Figure 19, which shows the comparison 
between A-weighted interior noise levels as 
a function of synchrophasing angle without 
and with viscoelastic tuned dampers in the 
favourable arrangement described above. 
Here the difference between the interior 
noise without dampers at optimum synchro-
r .. ······················ ............................................  
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Figure 19: Interior noise distributions 
averaged at the passenger ear 
positions for simulated 
propeller noise (1050 RPM) 
phaser angle and the interior noise with 
dampers at optimum synchrophasing angle is 
only about 3 dB(A). Figure 20 shows the 
spectral comparison for the same cases as 
in Figure 19. The interior noise is reduced 
by about 4 dB(A) on the first BPF, about 
J db(A) on the second BPF and about 
3.5 dB(A) on the third BPF. Nevertheless, 
this result corresponds also to an 
interesting noise reduction in the cabin. 
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Figure 20: Total averaged interior noise 
spectra for simulated propeller 
noise (1100 RPM) 
7. SUMMARY 
In order to study and identfiy effective 
interior noise control measures for the 
Dornier 328 with limited impact on project 
flight schedule an acoustic test cell (ATC) 
of the Dornier J28 has been build. The ATC 
consists of a fuselage section with full 
cabin length, a realistic fuselage suspen-
sion and three exterior noise simulation 
rings equiped with 60 loudspeakers. The 
signals for the speakers have been provided 
by a complex 60 channel computer/amplifier 
noise generation system. with this system 
it was possible to simulate propeller noise 
excitation at 60 points on the fuselage 
skin including realistic phase distri-
bution. 
Prior to the acoustic measurements vibra-
tion measurements had been carried out for 
data interpretation. These measurements 
without noise control treatment showed 
eigenmodes at 95.7 Hz and 116 Hz near the 
two excitation fundamental tones of 105 Hz 
and 110 HZ,respectively, of the considered 
two different propeller noise spectra. ~or 
simulated propeller noise excitation at 
1050 RPM and 1100 RPM the deflection shapes 
looked very similar to the eigenmode at 
95.7 Hz. Simulated synchrophasing yielded a 
rotation of the deflection shape and a 
reduction of the deflection amplitudes. 
The noise measurements showed a great ef-
fect of synchrophasing on the interior 
noise levels. About 4 dB(A) difference of 
total averaged interior noise of the whole 
cabin between worst and best synchrophasing 
angle have been measured for 1050 RPM and 
1100 RPM with best synchrophasing angles at 
40· and 50·, respectively. In both cases 
this effect is dominated by the noise at 
the first BPF. The noise improvement may be 
explained by the reduced vibration ampli-
tudes in connection with a reduced coupling 
of structure and cavity, due to rotation of 
the operational vibration shapes. 
Attaching viscoelastic dampers to eight 
frames of the ATC led to a significant 
reduction of the vibration amplitudes. The 
following noise measurements showed 
promising noise reductions in the whole 
cabin. Improvements at the plane of the 
passenger heads up to about 8 db (A) have 
been measured. Also for these measurements 
an influence of synchrophasing angle could 
be observed shifting the optimal angle to 
o· for both RPMs. An attempt to optimize 
the number and positioning of the visco-
elastic dampers yielded further improve-
ments to the interior noise, especially 
with respect to a uniform noise distribu-
tion in the cabin. 
Also double tuned vibration absorbers have 
been tested in the ATC at the identified 
most favourable positions. The measurements 
showed up to 4dB(A) better results at 
certain axial locations in the cabin than 
the tests on the viscoelastic tuned 
dampers. 
For 1100 RPM reduced efficiencies of both 
the viscoelastic tuned dampers and the 
double tuned vibration absorbers were 
measured. Nevertheless, still a total noise 
reduction in the whole cabin of 3 dB(A) 
could be identified for the viscoelastic 
tuned dampers. 
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VIBRO-ACOUSTIC FE ANALYSES 
OF THE SAAB 2000 AIRCRAFf 
SUMMARY 
FE-models of the Saab 2000 fuselage structure and the interior cavity have been 
created in order to compute the noise level in the passenger cabin due to propel-
ler noise (page 1). 
The FE-system ASKA was used for these analyses. The total number of degrees 
of freedom (dot) for the models is over 400000. To make the analysis possible 
substructuring was used in addition to severa1levels of "midnets" and modal 
component synthesis. This way the number of dof at each level was reduced to 
give acceptable computer times (page 2 - 6). 
Examples arc shown of Acoustic modes (page 7 - 8) and dominant structure 
modes (page 9 - 10) from the modal database. 
BPF pressure field at cruise flight was predicted and applied to the aircraft 
(page 11 - 12). 
Scheme of computations (Normal mode analysis and Frequency response 
analysis) are outlined in page 13. 
From the frequency response analysis, modal contribution (page 14), structural 
response (page 15) and cabin cavity response (page 16) are shown. 
From Fuselage Test Rig modal analysis a first validation of the FE-model is 
made (page 17). 
Validation with the Frequency Response Function method is under way 
(page 18 - 19). 
Planned analyses with the Saab 2000 AFEM model is shown in page 20 and 
proposed model development in page 21. 
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SAAB 2000 COUPLED STRUCTURE-CAVITY FE HODEL 
Structure model 
Sta 
Sta 399 - Sta 512 
Number of Nodal points 
Number of Elements 
Number of Substructures: 
512 
I 
Structure 
Hain Net 290 
22681 
10153 
10 
Sta625 
I 
Cavity 
62118 
3599 
10 
Database from 
Eigenvalue analysis :720 eigenvalues (11.2-342.5 Hz) 
Net (200+210) 
Net(300+310) 
Left Hand side 
Acoustic Nets y 
LH RH 
\ I 
Net (120+130) 
_____ Net (220+230) 
Net(320+330) 
/ Sta 1Hl. 3 
RH 
Right Hand side 
x 
z 
. Net (420+430) 
Net(520+530) 
.. =-~ --.,-.~,;;.-
SUB-CAVITY I Net 220 
6541 Nodal points 
0.700 T 0.700 .. ' 
0.1<40 ' -
SCALE 0.009 
OBJECT LIMITS 
X: 10.744 - 11 .Js-4 
r: -0.0770 - 1.1560 
Z: -3.6960 - -1.38-40 
Elements: 20-nodes Acoustic Volyme element 
" a-nodes Coupling element 
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""- I ACOUSnc MODEL] 
Levell Level 2 
LH RH RH 
\ 
Ne1220 
10 Subcavities 
530 
Level 3 
Net 160 
Level 4 
SI.lI 286 Su 399 Sla 62S Su 836 SI.lI 870 
; 
~ 
. 
I 
f 
l! 
~ 
§ 
I I Nel193 
I 
I I 
I Net 189 I Net 190 Net 191 Net 192 
I a ropy of net 190 I a copy of DCt 190 I 
I IT IIII I 
0 
e 
50 
~ 
: 
\ 
\ 
\ 
\ 
\ 
SUB_STRUCTURE .Net 200 
--------~-----.-------
2386 Nodal pointS Element" QU>D8 ,8nod" quad_curved ,helll 
Bv.M3 (3nodes curved be4ll\) 
STRUCTURAL MODEL I 
Left side Right side 
Levell 
Level 2 
Level 3 
Level 4 
Level S 
SI.98 SI.286 SI.399 SU.512 
I 
St.62!1 St. U.5! 
I Nel179 Nel ISO Nel 181 
I. copy of oel 180 I copy ofoel 180 I 
Neln 
II 
~ 
Main net 290 
/1 
.. 
~ COUPLED ACOUSTIC-STRUCTURAL MODEL 
I Coupling only for the master sections Sta 399 - Sta 512 
I 
;; 
§ Acoustic net 190 + Structure net 180 
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2000 AFEM. 
CREATION OF THE COUPLED ACOUSTIC-STRUCTURAL MODAL DATABASE. 
ASKA analyses on CRAY X-MP/416 
Total number of DOF's for the models > 400000 
Analyses performed with substructuring (Sub-,Mid-and Main nets) 
and modal component synthesis for reduction of the number of 
DOF's at each level. 
.. ACOUSTIC MODEL (Master section Sta 399-Sta 512) 
LEVEL TOTAL NUl\mER TOTAL Nt'MBER TOTAL CPt'· TIME 
UNCONSTRA.IND) NOR~fAL MODES IN CRA Y (SECI 
DOF 
I 30300 
-
UI 1000 
2 3100 114 5700 
J 1100 195 7800 
4 4000.- 5" 10500 
.. STRUCTURAL MODEL (Master section Sta 399-Sta 512) 
LEVEL TOTAL N1JMBER TOTALNUMBU TOTAL CPU-TIME 
UNCONSTUJNm NORMAL MODES IN CRA Y (SEeS) 
DOF 
t 117000 - 913 44000 
2 f,86O 7" 22100 
3 UtO 720 16000 
• 351-4 J02' 3700 
5 2025 +- 720 7250 
.. COUPLED ACOUSTIC-STRUCTURAL MODEL (Master sections) 
Number of Acoustic normal modes: 596 (10.9 
-
400 Hz) 
Number of Structural normal modes: 720 (11.2 342 Hz) 
After the coupled analysis, 
---------------------------
Number of coupled normal modes: 700 (9.6 - 288 Hz) 
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ACOUSTIC SIDE-SIDE MODE AT 8S.3 Hz 1 
I 
! 
... ___ .. ~J 
PARAU.£L 
0.535 
'.21i7 
0.'02 
SCALE O. 036 
OBJECT LIMITS 
X: 10.172 - 18.0049 
V: -1.1560 - 1.1560 
Z: -3.6960 - -1.3&040 
CONTc:x.a LE'JELS 
..... T LDCS COMP OPT 
DlP1 .. 
TOP 10.:s8II1(£-1 
MOVE 9.3-4 
8.31 - 9.3-4 
7.27 - 8.31 
6.23 -7.27 
5.19 - 6.2.3 
".15 - 5.19 
3.11 - 41.15 
2.08 - ::S.l1 
1.0<4 - 2.08 
0.00 - 1.041 
-1.004 - 0.00 
-2.08 - -1.041 
-3.11 - -2.08 
-<4.15 - -::S.11 
-S.1·9 - -41.15 
-6.23 - -5.19 
-7.27 - -6.2.3 
-8.31 - -7.27 
-9.3-4 - -8.31 
_OW -9.3-4 
IOn .. -l0."'lOE-l 
Fig ACOUSTIC SIDE-SIDE MODE with LH/RH shift AT 101.6 Hz 
fWW'· 
0.535 
0.267 
0.102 
SC-..E 0.0315 
~3ECT LIMITS 
X: 10.872 - 18.0049 
V: -1.1560 - 1.1560 
Z: -3.6960 - -1.3840 
CONTQ.Il LEVELS 
R£9UL T LDCS eOl1P OPT 
OfiPl & 
'fOP 10.3SII10E-l 
MOVE 9.:U 
8.21 - 9.31 
7.2" - 8.28 
&.21 - 7.2" 
5.17 - &.21 
411.1" - 5.17 
3.10 - ".1.04 
2.07 - 3.10 
1.03 - 2.07 
-0.00 - 1.03 
-1.03 - -0.00 
-2.07 - -1.03 
-3.10 - -2.07 
-".1'" - -3.10 
-5.17 --"'.1.04 
-&.21 -. -5.17 
-7.2" - -6.21 
-1.28 - -7.2.04 
-9.l1 - -8.28 
BELOW -9.31 
IOT1aI -10 .3911 GE-l 
--- - --,.., --------------- --~~-_-_-__ i_~_. ___ . ___ -
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f Cross-sectional mode shapes ( Frames ).] 
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081((' ll"ITS 
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l C 16 CO" AfT !-. a 
1'~Im-_~_~_~2~~~~~~C~~~~~[~[:::::::::::::::::::::::::::::~:~::;::~~;::::~;;:;;~:~:~;:::::::::::::::::::::::::::::::::::::==:i~ ______ __ 
• BPF pressure field excitation 
- Cruise flight nearfield BPF noise 
prediction 
- Inclusion of fuselage scattering 
• Propeller free field. prediction pro-
gram NOISEGEN developed at FFA. 
• Program code based on a linearized 
version of Ffows-Williams-Howkings 
equation. 
• Fuselage scattering and boundary 
layer effects added. 
• Complex pressures converted to 
Real and Imaginary. pressure fields (Load data). 
• Load data applied to Structure Sub-
nets. 
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• Scheme of computation 
Structure model Cavity model 
Coupling nets 
Main net of the coupled problem 
Figure . Natural mode flow of computation 
Coupling nets 
Figure . Frequency response flow of 
computation 61 
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USMB 
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Acou~tic MOCkup ~haker test simulation 
* 16 shakers with simultaneou~ly sinusodial 
force ( 95 Hz ) excitation. 
* Force and phase di~tribution randomly choosen. 
Shaker' Force (H) Pha~e (deq) 
-------------------------------------
1 3.0 30 
2 5.0 105 
3 4.5 60 
4 3.5 45 
5 4.5 135 
6 3.0 75 
7 5.0 15 
8 4.0 120 
9 3.5 150 
10 4.5 120 
11 3.5 75 
a 12 5.0 45 
~ 
~ 13 4.0 15 
I 14 3.5 60 15 5.0 165 
I 16 4.0 105 ; 
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SOUND POWER DETERMINATION 
USING THE 
SOUND INTENSITY SCANNING TECHNIQUE 
G. Krishnappa 
Institute for Mechanical Engineering 
National Research Council 
Ottawa, Canada K1A OR6 
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Why sound intensity for determining sound power? 
• Sound power from sound pressure measurements leads to: 
. approximations. 
. necessary to specify source characteristics, measurement 
environment, and positions. 
· requires costly facilities .. 
• Sound intensity: . 
· primary quantity to determine sound power levels. 
· no costly facilities required. 
· measurements can be made in the presence of extraneous 
• nOise. 
Institut de g6nle m8canIque Institute for Mechanical Engineering 
Machinery and Engine Technology Technologle des machines et des moteurs 
Sound power - fTn ·as 
s 
-I 
CIaC 
Institute for Mechanical Engineering 
Machinery and Engine Technology 
Sound Power from 
Instltut de genie mkanIque 
Technologle des machines et des moteurs 
Sound Intensity Measurements 
• Sampling of sound field based on: 
. measurements at discrete points distributed on the 
surface. 
. sound intensity probe scan over the surface. 
CMC 
Institute for Mechanical engineering 
Machinery and Engine Technology 
Discrete Point Method 
Institut de genie mecanique 
Technologle des machines et des moteurs 
• Initial measurement surface chosen. 
CAilC 
• Sound intensity independently measured at a large number of 
points. 
• Measurement accuracy determined by iterative procedure 
based on indicator criteria. 
• Frequently requires more than one test procedure, requiring 
changes to measurement parameters: 
measurement surface. 
. its distance. 
. number of points. 
• This method is complex and time consuming. 
Institute for Mechanical Engineering 
Machinery and Engine Technology 
Instltut de g'nle mOOanIque 
Tec:hnologle des machines et des moteurs 
Sound Intensity Probe Scan 
• Initial measurement surface chosen. 
C51C 
• Probe moved continuously along one or more prescribed 
paths. 
• Surface average values of sound intensity obtained in a few 
scans. 
• Relatively quick and easy to perform. 
• Gives good engineering grade accuracy. 
• Can be done mechanically or manually. 
'-I 
_ m 
Institute for Mechanical Engineering 
Machinery and Engine Technology 
Measurement Accuracy 
Institut de genie rMcanique 
Technologie des machines et des moteurs 
• Acoustic field conditions: 
acoustic environment. 
extraneous noise. 
measurement surface chosen. 
• Scanning parameters: 
speed of scanning. 
density of scanning. 
scanning pattern. 
ClaC 
Institute for Mechanical Engineering 
Machinery and Engine Technology 
P-I Indicator 
Insdtut de g'nle m8canlque 
Technologle des machines et des moteurs CfiiC 
• Difference between the level of the surface integrated 
pressure and the level of the surface integrated normal sound 
intensity. 
• Measurement accuracy is sensitive to the difference between 
sound pressure level and intensity level. 
• Large P-I indicator caused by: 
. intensity vector at a large angle. 
. strong contributions to local sound pressure from outside 
the measurement surface. 
reverberant field. 
presence of nearfield or standing waves. 
· areas of + ve and -ve intensities close to surface. 
Institute for Mechanical engineering 
Machinery and Engine Technology 
Institut de genie rMcanIque 
Technologie des machines at des moteurs 
Important Questions to be Resolved 
• How is the accuracy of sound power related to: 
. scanning parameters. 
P-I indicator. 
Institute for Mechanical Engineering 
Machinery and Engine Technology 
Institut de genie m8canique 
Technologle des machines et des moteurs 
Diagram of the measurement set-up showing the complex 
source, extraneous noise source, and measurement plane. 
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• Mechanical and manual scanning give good accuracy. 
• Measurement distance should be greater than 25 cm. 
CIaC 
• P-I indicator values should be less than _ dB for accuracies 
within 1 dB. It 
• Accurate measurements can be made in the presence of 
extraneous noise up to + ~ dB (depends on the location of 
the source). 
• Accurate measurements are possible in an environment with 
severe reflections. 
- -~- --~--
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RECENT ADVANCES IN SEA 
Dr K H Heron 
ORA, Parnborough,England 
Summary 
Statistical Energy Analysis has traditionally been developed using a 
modal summation and averaging approach, and this has led to the need for the 
many well known and restrictive SEA assumptions. The assumption of 'weak 
coupling' is particularly unacceptable when attempts are made to apply SEA to 
structural couplings. Many researchers now believe that this assumption is more 
a function of the modal formulation rather than a necessary requirement of SEA 
itself . 
This presentation ignores this restriction and describes a wave 
approach to the calculation of plate-plate coupling loss factors. In this 
formulation each plate is modelled as three SEA subsystems to take full account 
of the three plate wavetypes. Accurate infinite transmission coefficients are 
calculated using line wave impedance techniques, and these are then converted to 
coupling loss factors in the usual way. 
Predictions based on this method are compared with results obtained 
from experiments using point excitation on one side of an irregular six-sided 
box structure. This work was sponsored by the CEC under Brite-EuRam contract 
number AERO-002S and performed in collaboration with Agusta, MBB, Vestland, 
Brael & Kj~r, ClRA, and Southampton University. The agreement is shown to be 
very good, both for the structural response and for the internal noise. 
This presentation concludes that the use and calculation of infinite 
transmission coefficients is the way forward for the development of a purely 
predictive SEA code. 
DATA FOR SEA PLATE MODEL ( 25 October 1991 ) 
Young's Modulus 7.0e10 ±l% 
Poisson's Ratio 0.345 ±l% 
material density 2700 ±1% 
plate length 0.83 ±0.001 
plate vidth 0.53 ±O.OOl 
plate thickness 0.003 ±0.0001 
plate energy damping ratio 0.02 ±10% 
force position ( 0.17,0.23 ) ±0.001 
response position ( 0.53,0.43 ) ±0.001 
Forced response calculated by including modes vithin a factor of tvo 
from the frequency of interest. Energy damping ratio of 2% is equivalent to a 
critical damping ratio of 1%. Each realisation vas obtained by assuming the 
above standard errors and a Normal distribution, and simply choosing a value 
for the eleven variables above using a Monte Carlo approach. 
nominal modal density 
nominal fundamental 
modal overlap factor ~ 1 at 
0.04682 modes/Hz 
148 Hz 
1068 Hz 
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THE. WAVE APPROACH 
o Each beam is represented by at least 
4 subsystems (longitudinal, 
torsional and two bending ). 
o Each plate is represented by at least 
3 subsystems ( inplane longitudinal, 
inplane shear and bending ). 
o Each cavity is represented by at least 
1 subsystem. 
:1M "'jlang' 1;1+1,,';19:' -----------------8.I"IUD 
...... 
o 
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PHILOSOPHY 
Once all the properites of the 
equivalent infinite junctions 
have been calculated we have 
all the required information 
about the joints that we need 
for any predictive method 
aimed at the high frequencies 
or aimed at a 'mean' prediction. 
...... 
a 
...... 

MODEL STRATEGY 
1) Each plate is three SEA sUb-systems. 
2) Calculate 'infinite' random incidence 
transmission coefficents. 
3) Hence via the wave approach calculate 
the SEA coupling loss factors. 
4) Add the acoustics via radiation efficiency 
and transmission loss calculations. I 
________ . ________ .. ______ .. ______ ..... ______________ ... ______ .. . ___ . __ ... __ ASANCA/BEALl ~~~~~~~ J 
ASSUMPTIONS 
Standard SEA wave approach assumptions + 
1) Beams not included in the SEA model, 
because of equivalent beam problem. 
2) All indirect couplings set to zero, 
because no theory exists. 
3) Simple acoustic radiation factors, 
because no better theory exists. 
_____ ._ .. ___ . _______ . __________ j_S~CA/~/~2Ilay91/~~3 
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CONCLUSIONS 
o Modern, purely predictive, SEA has 
been shown to agree well with 
experimental evidence for the case 
of an irregular 6 sided box. 
o The use and accurate calculation of 
infinite transmission coefficients is 
the way forward . 
I. "]llj,,18 1;'+ij"iAU -----------------«'@!I',t. 
Use of SEA to Predict 
Structure-borne Noise in Aircraft 
Jerome E. Manning 
Cambridge Collaborative, Inc. 
Presented to 
4th NASAlSAElDLR Aircraft Interior Noise Workshop 
Friedrichshafen, Germany 
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Cambridge Collaborative, Inc. 
Structure-borne Noise 
Structure-borne noise is vibration: 
1) generated at one location, 
2) transmitted by the structure to 
other locations, and 
3) radiated into the cabin as noise. 
Cambridge Collaborative, Inc. 
Sources of Structure-borne Noise 
o Engine vibration 
o Mechanical and hydraulic 
equipment 
o Localized excitation by propellor 
fluctuating pressure fields 
··5I1M2 • 
• • • .' • <~ ~. .', ........ 
Cambridge Collaborative, Inc. 
Direct Sound Transmission 
Structure-borne 
Cabin Noise 
Cambridge Collaborative, Inc. 
Vibration Containment 
----
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-
Region of High Excitation 
and Vibration Containment 
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SEA Power Balance Equations 
W trans + W diss _ 
W diss _ 0011. E dlss 
W trans = OOT) E 
coupling 
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SEA Energy Flow 
W trans 
llcoupling 
llcoupling + lldiss 
. 
W
trans ~ Win ~- if 11 coupling » 11 diss 
. 
trans . Win W « if 11 diss » 11 coupling 
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Cambridge Collaborative, Inc • 
Reducing Structure-borne Noise 
Add a damping treatment to increase 
the damping loss factor of the highly 
excited region of the fuselage. 
Use a vibration blocking treatment to 
decrease the coupling loss factor 
I between the highly excited region of 
the fuselage and remaining sections. 
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Design Considerations 
Both damping and vibration blocking 
treatments add to the aircraft weight. 
Options: 
1) Design treatments to minimize weight 
within specified noise reduction goals. 
2) Design treatments to maximize noise 
reduction within specified weight ,limits. 
Cambridge Collaborative, Inc. 
I 
Coupling Loss Factor 
11 I. couplng 
m -
A -
L. 
J -
tto --
1 
romA 
Mass per unit area 
Containment area 
Perimeter of containment area 
Power transmission coefficient 
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Point Conductance 
G pt 
1 
8 
1 1 
rm ~ 
m =. Mass per unit area 
Ell = Bending stiffness 
Cambridge Collaborative, Inc. 
t 
o 
Transmission Coefficient 
4 Re { Zs } Re {Zr } 
1 z + Z 12 
s r 
Zs = Source subsystem line impedance 
'Z = Receiving subsystem line impedance 
r (including junction impedance) 
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Impedance Definitions 
source subsystem 
source subsystem 
FS 
Z =-
s V 
s 
-
-
Junction receiving subsystem 
.. 
-
r 
v 
... Junction receiving subsystem .. 
Fr 
Z =-
r V 
r 
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Cambridge Collaborative, Inc. 
Results 
Results for the design study were obtained 
using the computer code SEAM®. 
Inputs: 
materials 
subsystems 
junctions 
excitations 
parameters 
Outputs: 
vibration levels 
acoustic levels 
modal energy 
power flow 
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Cambridge Collaborative, Inc. 
Conclusions 
The SEAM® program makes it 
possible to use SEA to study a 
wide range of design options and 
noise control treatments. 
Cambridge Collaborative, Inc. 
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ABSTRACT 
A tirst broader European study on aircratt in-
terior active noise control is in progress in-
volving 22 organizations located in 11 dit-
terent European countries. The main tasks and 
goals ot the program are described in this 
paper and selected preliminary results are 
presented. The study includes tirst detailed 
aircratt interior noise and vibration mea-
surements in tlight and on the ground on tour 
ditterent partner aircraft. In addition, re-
lated initial noise calculations without and 
with active noise control are conducted. Fur-
thermore, tirst development work on advanced 
actuators and sensors are performed and de-
monstrator active noise control units for 
planned initial flight testing are developed. 
The results obtained so far show that active 
noise control may be an effactive mean for 
reducing the critical low trequency aircratt 
interior noise. First full scale data evalua-
tion indicated, tor example, possible noise 
reductions up to 15 to 20 dB. However, tor 
tuture practical aircratt applications, tur-
ther detailed research on this topic is re-
quired tor optimum control system selection' 
as well as system weight and size minimiza-
tion. 
1. INTRODUCTION 
Initial assessments indicate that active 
noise control, the introduction ot anti-noise 
cancelling the original noise, has a promi-
sing potential for solving the critical low 
trequency interior noise problem of fixed 
wing and rotary wing aircratt. The problem is 
caused by the intense low trequency noise ot, 
tor example, the aircratt propellers or heli-
copter rotors, which is ditticult it not im-
possible to reduce applying light-weight and 
standard noise reduction measures. 
The use of the active noise control technique 
is based on an active noise control system. 
The system consists ot ditterent sensors pro-
viding synchronous noise source signals and 
measured residual interior noise data. The 
main component is a computerized control unit 
which uses these data as inputs and which de-
rives optimized output control signals. The 
latter are ted to a set ot actuators genera-
ting the required anti-noise tields tor pri-
mary noise tield reduction. A scheme ot such 
a possible system is shown in Figure 1. Ba.ed 
on the low trequency content corresponding to 
large wave lengths and the deterministic 
character ot the exterior source noi.e, very 
high noise reductions at the critical low tre-
quencies, above 10 dB, appear possible tor 
aircratt applying this noise control tech-
nique. 
Figure 1: Scheme ot possible active noi •• 
control systelll 
1) Dornier Luttfahrt GmbH, Friedrichshafen, Germany 
2) Saab Aircratt Division, Linkoping, Sweden 
J) Alenia, Naples, Italy 
4) Fokker Aircratt B.V., Schiphol, The Netherlands 
5) Matra Sep Imagerie et 1nformatique, St. Quentin en Yvelines, 
France 
6) Reson System AIS, Slangerup, Denmark 
7) Metravib R.D.S., Ecully, France 
8) FFA, The Aeronautical Research Institute of Sweden, Bromma, 
Sweden 
9) CNRS, Centre National de la Recherche Scientifique, Marseille, 
France 
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In order to meet this goal, however, exten-
sive advanced research is required, for ex-
ample, in the field of aircraft ~nt~rior 
acoustics including vibro/acoust~c ~nterac­
tions for the development of advanced actu-
ators' and sensors, and for optimizing control 
unit algorithms and related hardware compo-
nents. This is needed to meet the extreme 
constraints given by the complex aircraft en-
vironment, for example, minimum control unit 
weight and size, minimum number of actuators 
and sensors, easy implementation of these 
components into the aircraf~ interior, ,adap-
tability to instationary fl~ght condit~ons, 
various safety aspects and others. 
The major part of the present program is re-
lated to fixed wing aircraft and has the main 
goal to initiate this required research in 
greater detail taking the different aircraft 
constraints into account. In particular first 
information on feasible optimum active noise 
control systems for future practical applica-
tions shall be identified and demonstrated 
during first flight testing. Also information 
on other important topics shall be obtained 
such as practical noise reduction potential. 
In addition, detailed baseline information 
for further improving this technology shall 
be established. As a second part, a workpro-
gram on rotary wing aircraft interior noise 
control is included in the project attempting 
to identify, for example, the most promising 
research methods that are available for heli-
copters. 
In the following the main tasks of these pro-
gram parts are briefly described. After this, 
selected interesting experimental and theore-
tical result of the fixed wing aircraft work 
are presented and discussed. 
2. PRoGRAM MAIN TASKS AND CURRENT STATUS 
The proqram includes first detailed experi-
mental as well as systematic theoretical 
work. For the fixed wing aircraft, both cor-
responding full scale aircraft studies and 
laboratory investigations are considered. The 
program part on rotary wing aircraft includes 
related laboratory work, but also some full 
scale ground testing. 
2.1 Fixed Wing Aircraft Related Work 
The main tasks of the fixed wing aircraft re-
lated work can be described and summarized as 
follows: 
- Summary and continuous evaluation of perti-
nent active noise control work relevant for 
this study 
Detailed experimental surveys of interior 
sound fields and tests for determining opti-
mum control systems in selected partner 
aircraft 
- Theoretical description of interior sound 
field and performance of supporting active 
noise control calculations for selected 
aircraft 
- Data evaluation and preselection of optimum 
control system configurations and develop-
ment of demonstrator control units inclu-
ding hardware and software realization 
- Integration of complete demonstrator con-
trol sys~ems and initial testing of these 
systems ~n one of the partner aircraft 
- Evaluation of results and recommendations 
for future control system improvements 
The testing and ~he theoretical work are per-
~ormed on ~our d~fferent partner aircraft, 
~.e., Dorn~er 228, Saab 340, ATR 42 and FOK-
ker 100. These aircraft were selected in or-
der to identify general noise control infor-
mation and to show that active noise control 
is feasible also in aircraft with large dif-
ferences in acoustical character. The Dornier 
228 is, for example, a propeller aircraft 
with an unpressurized fuselage with a rec-
tangular cross-section. In contrast, the Saab 
340 and the ATR 42 are pressurized propeller 
aircraft with a circular fuselage and the 
Fokker 100 is a jet aircraft with aft mounted 
engines. In all aircraft low frequency tones 
are present which contribute to the overall 
noise levels. This makes these and other air-
craft especially suitable for the application 
of active noise control. 
The testing task includes also the adapta-
tion and development of special test data pro-
cessing software and first limited laboratory 
development on advanced actuators, which may 
be integrated into the aircraft trim panel 
with very low weight impact. In addition, la-
boratory tests on alternative noise control 
approaches, e.g. noise control in the cavity 
between fuselage and trim panel and active 
damping are planned. 
The noise control calculations are primarily 
based on finite element analysis and advanced 
analytical methods. In addition numerical 
modeling analyses are conducted based on mo-
dels with reduced numbers of degrees of free-
dom. The calculations are performed for the 
same test aircraft and simplified structures 
as used in the experiments and shall provide 
detailed theroetical inputs for selecting op-
timum active noise control approaches, inclu-
ding optimum number and locations of actu-
ators and sensors for given control systems. 
2.2 Rotary Winq Aircraft Related Work 
Following a critical review of available re-
levant knowledge and interior noise source 
identification, the rotary wing aircraft work 
covers the following main tasks: 
- Design, manufacturing and testing of a mo-
del helicopter fuselage 
- Assessment of prediction codes and compari-
son with experimental results 
- Laboratory validation of a new noise trans-
mission path identification method 
- Review and appraisal of active noise con-
trol methods for helicopters 
The model helicopter fuselage has dimensions 
of approximately 2 m x 1 m x 1.5 m and is ex-
cited during the tests by a mechanical shaker 
and plane acoustic waves. The prediction code 
assessment considers in particular finite 
element, boundary element and statistical en-
ergy analysis methods. 
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The experimental validation ot the new noise 
transmission path identitaction method is 
conducted on a ground based helicopter fuse-
lage and includes the simulation of at least 
six flight conditions with known ratios of 
airborne and structureborne components. 
2.3 CUrrent Status 
The project started July 1, 1990, and since 
then proqressed extremely well. For example, 
for the fixed wing aircraft related part, all 
planned tests in the selected partner air-
craft and most of the planned theoretical 
work could be performed and finished as sche-
duled. In addition, successful I design re-
views were held on the developed demonstrator 
control systems. One ot the control systems 
could be already successfully tested in a 
full scale aircraft fuselage test section on 
the qround and will be tlight tested very 
soon as planned. Similar progress has been 
made for the rotary wing aircraft part. Most 
of this work could be tinished in time inclu-
ding all model helicopter testing and related 
theoretical work. 
3. AIRCRAFT TESTS AND RELATED RESULTS 
The experiments on the different partner air-
craft .entioned in Section 2 have played an 
important role in the present project. It was 
considered as a very direct method to arrive 
at feasible control system configurations tor 
later flight demonstration. 
The .easurements consisted of two parts. 
Pirst, the in-tlight primary noise fields in 
the aircraft were recorded in great detail to 
clearly identify the noise distributions . 
which need to be controlled. Secondly, exten-
sive ground tests were conducted for various 
positions of secondary sources to determin~ 
an effective secondary sound field for noise 
cancellation. After the tests, the data were 
evaluated and related optimum secondary sour-
ce configurations including source number and 
source positions were selected. 
3.1 Aircraft Flight Tests 
Por performing these tests, special test 
equip.ent was provided including a movable an-
tenna, which could be equiped with up to 25 
.icrophones, see Figure 2. The antenna was 
adaptable to the size of the four different 
aircraft and was located at up to about 20 
different sections equally spaced in flight 
direction. With this the noise distribution 
including amplitude and phase information of 
the various propeller or engine tones could 
be in detail measured in the entire passenger 
cabin (Dornier 228 and Saab 340) or in an ex-
tended part of it (ATR 42 and Fokker 100). In 
addition, a large number of accelerometers, 
typically 80, were located on ditterent pri-
mary structure locations and on the trim pa-
nels for identifying operating vibration de-
flection shapes. Furthermore, several other-
informations were recorded such as propeller 
or engine tachometer signals, relative pro-
peller angle variations and external noise 
distributions. These data were used to sepa-
rate the recorded data into lett and right 
propeller or engine contributions, for opti-
mizing the control system design and for 
planned interior noise predictions. 
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Figure 2: Microphone antenna for in-flight 
interior noise surveys 
A typical result of the noise measure .. nts i. 
given in Figure 3. The figure shows the in-
terior noise level contour of the COrnier 228 
in four vertical cross-sections and in the 
plane of the passenqer heads. In addition, 
Figure 4 show fuselage vibrational modes a. 
identified from vibration data measured al.o 
during this test. The.e and other data provi-
ded first inputs for selecting promising se-
condary source position tested after the 
flight measurements on the ground. 
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Figure J: Noise distribution measured in 
Dornier 228 (1xBPF) 
ORiGINAL PAGE IS 
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a) r = 102 Hz b) f == 204 Hz 
Figure 4: Fuselage vibrational modes of 
Dornier 228 identified by measure-
ments 
3.2 Aircratt Ground Tests 
During the ground tests, in each aircraft 
typically around 45 secondary source posi-
tions were tested. As sources essentially 
loudspeakers but also shakers were used as a 
first step investigation. In two aircratt 
(Dornier 228 and Fokker 100) the loudspeakers 
were partially integrated into the trim pa-
nels or mounted in closed wooden boxes and 
then attached to these panels. In addition, 
loudspeaker boxes placed on the tloor were 
te.ted. For the shaker, promising positions 
on the primary structure and on the trim pa-
nels were selected. The noise generated by 
these sources was measured during these tests 
in the plane of the passenger head. using a 
special horizontal antenna with 25 micro-
phones. TWo selected photographs of this te,st 
set-up are shown in Figures 5 and 6. In the 
two other aircratt (Saab 340 and ATR 42) the 
reciprocity technique was applied tor the 
loudspeaker test to study the largest number 
ot sources and to reduce testing time. The 
technique was contirmed by reference tests 
and involved similar measurement positions as 
tor the other aircratt. 
Figure 5: Horizontal microphone antenna for 
actuator ground tests 
Figure 6: Integrated speakers tor first ac-
tuator testing in Dornier 228 
During all tests the source and microphone 
signals and the related transter functions 
,were determined. From these data the ampli-
tude and phase distribution ot the secondary 
' noise tield in the plane ot the passenger 
heads ot each source was extracted at the 
trequencies ot interest of the propellers or 
engines. Two selected examples ot these re-
sults are given in Figures 7 and 8. Figur 7 
shows the secondary sound tield in the com-
plete passenger cabin ot the Dornier 228 ge-
nerated by a loudspeaker located at the rear 
wall ot the cabin. As may be seen the sound 
field has a typical standing wave behaviour 
resembling a longitudinal mode. Figure 8 pre-
sents the secondary sound tield in the region 
of the six aft seat of the Fokker 100 pro-
duced by a loudspeaker located below a seat 
at the right hand cabin side. In this case, a 
typical running wave behaviour ot the sound 
field may be noted. Thus, as expected, prin-
cipally ditterent types ot secondary sound 
tields may be generated and the selection ot 
optimum secondary source contigurations, must 
be carefully performed. 
3.3 Data Evaluation 
In the present study the determination of op-
timum secondary source contigurations for the 
different aircraft was to a large extent 
based on the flight and ground test data des-
cribed before. For the corresponding evalua-
tion a special computer program was developed 
handling effectively the established large 
data base. 
The computer program used an optimization al-
gorithm for the amplitude and phase optimiza-
tion of the secondary sources, together with 
the data of the primary field and the large 
number of different secondary fields. For se-
lected combinations of source positions the 
most favourable secondary sound field genera-
ting the highest noise reduction was calcula-
ted. During later evaluations also the power 
consumption of the different sources was con-
sidered. As the number of possibilities of 
combining all tested secondary sQ~rce posi-
tions was virtually infinite the real optimum 
configuration for active noise control could 
not be determined. However, several practical 
approaches could be applied to Obtain confi-
gurations near this optimum. In addition, the 
sensor microphone locations could be opti-
mized in several ways using the developed 
computer program. 
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Figure 7: Measured secondary noise field of a 
speaker at the rear cabin wall of 
the Dornier 228 
•• M~ IocaIlon 
Figure 8: Measured secondary noise field of a 
speaker below a seat at the right 
hand cabin side of the Fokker 100 
In Figure 9, selected potential noise reduc-
tions obtained by applying this evaluation 
for secondary loudspeaker sources is plotted 
versus the source number. The data correspond 
to the fundamental propeller or engine tone 
and present average values of 48 sensor mi-
crophones in the plane of the passenger heads. 
Additional results corresponding to 32 sour-
ce. and the total microphone measurement 
plane are given tor the Fokker 100 in Fi-
gure 10. It tollows from these results that 
active noise ~ontrol may be very effective 
in the various aircratt and may produce noise 
reductions up to 20 dB. The somewhat lower 
noise reduction identitied tor the Dornier 
228 may indicate that rectangular tuselages 
are possibly somewhat less suitable for this 
technique than typical circular ones. However 
alao tor this aircraft interesting noise re-
ductions up to 15 dB were tound. 
12 
NR.: ~oiR redUC'lion or (ultdamentaJ lone 
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Figure 9: Determined noise reduction (NR) for 
active noise control based on actu-
ator ground testing 
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Figure 10: Determined noise levels in the 
plane of passenger heads of the 
rear part of the Fokker 100 with-
out and with active noise control 
4. FINITE ELEMENT CALCULATIONS AND FIRST 
RESULTS 
The finite element calculations within this 
proqram are divided into two different tasks. 
One task is concerned with primary inte-
rior noise predictions (primary response), the 
other is related with interior active noise 
control simulations (secondary response). The 
first part was in detail performed for the 
Oornier 228 and Saab 340. It provides the re-
quired analysis data base for the related se-
cond part calculations and has been to a 
large extent concluded. The second part cal-
culations are still in proqress. 
The primary response analyses consisted ot 
the following work: 
- Description of external excitation field 
- Aircraft fuselage and cavity finite element 
modelling 
- Eigenvalue analyses of complete coupled 
system 
- Response calculations for external field 
excitation 
In the following these topics are briefly 
described and selected results are given. 
4.1 External Excitation Fields 
For the Dornier 228 the external acoustic 
pressure was measured during the flight tests 
with 10 outside microphones at each side of 
the aircraft for a given favourable syncro-
phaser setting. Based on these data, which 
were dominated by propeller noise, related 
left and right hand side pressure and phase 
distributions were determined as inputs for 
the planned response calculation. Figure 11 
shows as an example the determined pressure 
field of the first blade passage trequency 
tone of 102.0 Hz (lxBPF) at the right side ot 
the aircraft. As can be seen, the pressure. 
has a strong peak near the plane of the pro-
peller. This and the related lett hand side 
pressure field was used toqether with the 
corresponding phase distribution as excita-
tion force tield tor the 1x BPF response cal-
culations. In addition it was used as appro-
ximate torce field for frequencies below lx8PF 
and up to about 1.5xBPF to obtain also tor 
these frequencies first response information. 
For the Saab 340 the external acoustic pres-
sure field is also dominated by propeller 
noise. The pressure field was predicted using 
an available propeller noise prediction code 
and taking installation effects into account. 
The fundamental propeller tone has a fre-
quency ot 84.7 Hz. For the first response cal-
culations the pressure field was calculated 
tor the plane of the propellers around the 
circumterence ot the aircraft. It was then 
assumed to be constant in axial direction 
over a width of about 0.5 m including the 
propeller plane based on the strong peak of 
the pressure field around the plane of rota-
tion. Since the p~essure field of each pro-
peller is not stationary in space both real 
and imaginary parts were calculated. The 
structural responses were analyzed correspon-
dingly and thus consist also of these parts. 
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Figure 11: Applied external pressure tield of 
Dornier 228 based on test data 
(fuselage right side, 1xBPF) 
4.2 Finite Element Models 
For both aircraft, the finite element ideali-
zation consisted ot separate models tor the 
fuselage structure and the enclosed air cavi-
ty, which for the analyses were correspon-
dingly coupled. 
For the Dornier 228 the full passenger com-
partment was idealized. For the structural 
model detailed design intluences were taken 
into account such as local stiffeners wall 
panels, windows etc., in addition to standard 
frame, stringer and tloor constructions. A 
view of this model is shown in Figure 12a. 
The model was set-up to predict structural mo-
des up to 350 Hz. The acoustic cavity was 
idealized in a way to represent especially 
the plane of the passenger heads and to get 
accurate eigenvalue results up to about 
400 Hz. A view ot this model is shown in Fi-
gure 12b. 
The structural model ot the Saab 340 was 
built up by two sub-nets each representing 
one halt ot a fuselage section of 3 m length 
located in the main propeller noise excita-
tion region. A picture of this model inclu-
ding similar design details as the model of 
the Dornier 228 is given in Figure 13a. The 
model ot the acoustic cavity included four 
sub-nets and covered the entire cabin length. 
A view ot the total cavity model is shown in 
Fiqure 13b. Using sub-nets for the structure 
and cavity the calculation time for each 
step could be reduced to a reasonable amount. 
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Figure 12: Dornier 228 fuselage and cavity 
finite element idealization 
bt C;.Iwily 
Figure 13: Saab 340 fuselage and cavity 
finite element idealization 
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4.3 Eigenvalue Analyses 
For the Dornier 228, uncoupled eigenvalue 
analyses for the structure and cavity were 
performed. The model for the structure and 
cavity had about 22000 and 14000 degrees of 
freedom which were reduced for this analyses 
to about 2400 and 2100, respectively. The 
analyses provided the modal basis for the 
coupling procedure and yielded important un-
coupled mode information necessary !or int~r­
preting the coupled results. About 300 struc-
tural and 250 cavity frequencies were calcu-
lated for frequencies up to 409 Hz and 470 HZ, 
respectively. Two typical results are shown 
in Figure 14. The used coupling procedure was 
a modal synthesis of the uncoupled structure 
and cavity modes. Both systems were connected 
at their common interface area at 950 points. 
The related coupled analyses yielded coupled 
system modes as linear combination ot all un-
coupled modes with different weighting and 
covered eigenvalues up to 470 Hz. The resul-
. ting mode-shapes were classified as struc-
ture-dominated modes, cavity dominated modes 
or simply as coupled modes it both structure 
and cavity uncoupled modes were about equally 
involved. 
Symmetric: Structure Mode m '" 1 CaYity Cross-j\,fode i -0 - 1 
Figure 14: Selected uncoupled structure and 
cavity modes of Dornier 228 
The eigenvalue analyses of the Saab 340 fol-
lowed similar steps. First the eigenmodes of 
each ot the sub-structures were extracted. 
Since the frequency considered was up to 
about 400 Hz, approximately up to about 150 
eigenmodes were obtained. These eigenmodes 
then entered the equations at the next higher 
level of substructure hierarchy as the de-
grees of freedom of the substructures. In the 
last step the problem was solved at the main 
net level and the lowest 255 coupled system 
eigenmodes were calculated. With this modal 
synthesis the total number of degrees of free-
dom of about 60000 was reduced to about 5000. 
The obtained eigenmodes were classified simi-
lar as described above. The structural part 
of an identified important coupled mode at 
the frequency f = 85.5 Hz of the Saab 340 is 
shown as example in Figure 15. 
4.4 Response Analyses 
The response analyses were performed for the 
exterior pressure fields as described before. 
Figure 15: Structural part of coupled Mode 17' 
ot Saab 340 (f - 85.5 HZ) 
For the Dornier 228 corresponding calcula-
tions were conducted for frequencies between 
50 Hz and 150 Hz to show all critical reso-
nances which may be excited in this frequency 
range. An example of the obtained results is 
given in Figure 16. The figure shows predic-
ted interior noise spectra averaged over all 
points ot the whole cavity. Hereby, no modal 
damping or a damping ot 0.8t/10% for struc-
ture-dominated and ot 0.1%/0.2% for cavity-
dominated modes was assumed. Figure 17 pre-
sents a 3-dimensional plot ot individual 
spectra averaged over all points in different 
33 cross-sectional planes in axial direction. 
Furthermore, in Figure 18 predicted pressure 
distributions tor 102 Hz and 103 Hz excita-
tion are given for the plane ot the passenger 
heads. From these and other results indica-
tions were found that the structure may 
strongly influence the cavity response. Also 
the tendency was identitied that especially 
transverse mode govern the resulting overall 
sound pressure level in the front cabin sec-
tion. 
For the Saab 340 generalized responses for 
the different modes where calculated tor 
1xBPF and 2xBPF. Furthermore, acoustic and 
structural responses for these excitation fre-
quencies where predicted in torm of sound 
pressure contours and deflection shapes. Cor-
responding results are given in Figures 19 to 
21. From the generalized response diagram 
shown in Figure 19 it follows that the 1xBPF 
Figure 16: Predicted overall average interior 
noise of Dornier 228 versus fre-
quency (coupled response) 
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Figure 17: Predicted frequency dependent 
average noise levels inside Dor-
nier 228 versus fuselage axial di-
rection 
response is dominated by only a few modes. 
Most of these modes were classified as strong-
ly coupled modes with the exception of Mode 20 
which was deemed to be a cavity-dominated mo-
de. Since all of the interesting modes showed 
a more or less clear side-side behaviour, the 
related response in the cavity can be expec-
ted to look also like a side-side pressure 
variation. The 1xBPF response due to left 
propeller excitation is dominated by the same 
modes as the one due to right propeller exci-
tation with one addition, Mode 22. This mode, 
which is a symmetrical structural mode of the 
S4 type (4 circumferential wave lengths), 
gives a local pressure increase close to the 
top of the cavity which might result in a 
distortion of the otherwise dominating side-
side behavior. Figure 20 confirms that the 
acoustic response at 1xBPF is clearly one of 
the side-side type, i.e. high pressure at the 
sidewalls, with a tendency of a decaying pres-
sure towards the rear of the cabin. The rela-
ted structural response of the frames in the 
propeller plane, is a combined A4/S4 response 
in the real part and a pure A4 (anti-symme-
tric) in the imaginary part, see Figure 21. 
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Figure 18: Calculated noise distribution in 
the plane of the passenger heads 
of Dornier 228 
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Figure 19: Generalized response diagram of 
Saab 340 for lxBPF and left and 
right propeller 
Figure 20: Predicted acoustic part of coupled 
response of Saab 340 for lxBPF due 
to right propeller 
tt ... l".n 
Figure 21: Calculated structural part of coup-
led response of Saab 340 for lxBPF 
due to right propeller 
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5. DEVELOPMENT WORK ON ADVANCED ACTUATORS 
A big problem of applying active noise and/or 
vibration control to aircraft may be the 
weight of the actuators (loudspeaker and/or 
shaker systems), necessary for generating the 
secondary noise and/or vibration field. The 
required performance of loudspeakers is, for 
example, a high acoustic output at frequen-
cies below 500 Hz. CUrrently, the smallest 
conventional loudspeakers which will meet 
this requirement have a weight of more than 
1.3 kg. Since a larger number of such sources 
may be needed for aircraft to obtain a global 
noise reduction in the cabin, the resulting 
total weight of the control system could be 
very large. 
In the present study, therefore, initial de-
velopment work on advanced actuators has been 
included. By advanced actuators new loadspea-
ker and shaker systems are meant which are 
especially designed for meeting the stringent 
aircraft needs. A basic idea was to develop 
actuators which are more or less an integra-
ted part of the interior trim and which are 
restricted to the required low frequency 
range so that significant weight and space 
can be saved. In the following an outline of 
this work and some selected results are given. 
5.1 Studied Actuator Oesigns 
The actuators studied in this program are pri-
marily based on the piezo-electric and the 
electrodynamic principle. 
The advantages of the piezo-electric prin-
ciple are the simple and robust design, the 
high forces, and the low weight. The major 
disadvantage is the small displacement. This 
disadvantage may however be overcome by uti-
lizing the bimorph principle. Here the piezo-
electric material is combined to an elastic 
material, which will amplify the displacement. 
By applying a thin piezo-electric polymer 
film (PVOF) to a specially designed trim pa-
nel the whole panel may be made to radiate 
sound, thus creating a simple and robust loud-
speaker with nearly no additional weight. The 
principle of such a design is illustrated in 
Figure 22. 
Pieza-electric polymer film 
I (~ _____________ p_a_n_e_I ____________ ~1 
Elect.ric 
voltage 
Figure 22: Principle of piezo-electric poly-
mer film attached to a panel 
Another configuration studied included a sand-
wich designs of PVDF layers, which were at-
tached to a Dornier 228 trim panel for tes-
ting. Difterent numbers ot PVDF layers were 
considered. A photograph ot this design is 
shown in Figure 23. 
Furthermore, designs using a number of small 
piezo-electric drive units or a number of 
small coil/magnet-systems were evaluated. The 
units excite in parallel a large stitt noise 
radiating area, which could be the trim panel 
or pa~ ot it. speakers with radiation area 
0.2 m and with a height ot less than 25 mm 
or 35 mm are currently undergoing tests for 
installation in a Dornier 228 ceiling trim 
panel. The design is shown in Figure 24. 
Figure 23: First design at PVDF actuators 
integrated into Dornier 228 trim 
panel 
5.2 Pertormed Test 
The ditferent actuator designs have been 
firstly tested in the laboratory on stand 
alone units in order to improve the knowledge 
on their dynamic behaviour and their para-
meter sensitivity. 
Atter the selection of most suitable designs, 
sets at these actuator units have been moun-
ted on real aircratt trim panels in order to 
deal directly with the coupling and integra-
tion aspects. For this integration, large ef-
tort has been devoted to the whole dynamic 
trim panel behaviour , including global stitf-
ness, damping ratio, boundary conditions etc .. 
The trim panels were then tested to determine 
important parameter such as acoustic efti-
ciency, harmonic distortion and others. 
An example of the results of the trim panel 
test is given in Figure 25 together with some 
theoretical data. The tigure shows the sound 
pressure level at 1 m distance rrom the panel 
tor a trim panel actuator design as shown in 
figure 23 but not with three but only with 
one actuator. As can be seen, the noise radi-
ation includes as desired rather low frequen-
cies. However , similar as for other first de-
signs the radiated noise levels are compara-
tively low, in the shown example only up to 
about 70 dB. This deficiency could be over-
come with later improved designs showing 
noise levels up to more than 100 dB. 
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Figure 24: Trim panel design inclUding piezo-
electric or electrodynamic drive 
units 
The results available so tar thus show that 
advanced actuator designs have a great poten-
tial tor aircratt active noise andlor vibra-
tion control. However, in order to define and 
provide teasible configurations, related 
additional detailed research is required. 
SPL 
[dB) 
O Slayus 
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! O 
, no 
Frequency 
Figure 25: Radiated noise levels of the first 
trim panel integrated PVDF actu-
ator design 
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6. DEMONSTRATOR CONTROL SYSTEM DEVELOPMENT 
AND FIRST RESULTS 
In the tirst cour se of the program the estab-
lished experimental and theoretical results 
were carefully evaluated as soon as they be-
came available. Based on this, a preferable 
noise control approach was selected, which 
via the required maximum number of actuators 
and sensors could strongly intluence the de-
monstrator control unit detinition. In addi-
tion, other important tasks were performed 
such as selection ot feasible actuators and 
sensors, simulation of different control al-
gorithms and prel iminary selection of control 
unit architecture. Using the results of these 
partial stUdies, the control unit hardware 
set-ups were defined and required software 
was realized and tested. Finally, the re-
quired hardware boards and components were 
realized and integrated to the complete de-
monstrator control units. 
6.1 Outline of Overall Control System 
As preterable noise control approach loud-
speakers and/or advanced actuators both im-
plemented into the trim panels ot the selec-
ted Dornier 228 test aircraft were chosen. 
With this first detailed results on this 
approach could be obtained, important for fu-
ture control technique improvements. As con-
trol sensors, microphones ot rather small 
size, about 6.0 mm diameter, ware used. The 
positions and the number of the actuators and 
sensors were strongly basad on the test data 
evaluation described in Section 3. In order 
to achieve highest feasible noise reductions 
32 output and 48 input channels were selec-
ted. With this also a versatile system for 
tuture more detailed investigation was made 
available. 
6.2 Control Unit Description 
Until the present time one of the realized 
demonstrator control units could be preli-
minary tested under simulated flight condi-
tions on the ground. The tested control unit 
is partially comprised of available standard 
boards, especially for the non-critical tasks 
such as AD and DA converting. In addition, 
special boards were used for overall system 
management, main tasks sequencing and data 
transfer control. 
In the control unit boeh a time-domain and a 
trequency domain control algorithm are imple-
mented. The time-domain algorithm is based on 
a multi input/multi output algorithm which 
was implemented with an asynChronous sampling. 
The trequency domain control algorithm uses 
complex amplitudes. It identifies on-line the 
secondary transfer tunction ot each actuator 
and each sensor. 
6.3 Initial Laboratory Testing 
eefore flight testing initial laboratory 
tests were performed on the control syseem 
described before, for overall system checks 
and possible control unit adjustments . 
In order to conduct these tests under condi-
tions as realistic as possible, use was made 
of the Dornier 328 Acoustic Test Cell (ATC) . 
This facility is located in a laboratory and 
consist of a large Dornier 328 fuselage sec-
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tion extending over the entire aircraft ca-
bin. The propeller noise is simulated by 
three external and softly attached full cir-
cle loudspeaker rings including a total of 60 
separately enclosed speakers . The speakers 
are driven by an advanced 60-channel compu -
ter/amplifier system permitting to generate 
external pressure fields with quite realistic 
phase distributions. 
For performing the tests in the Dornier 328 
ATC, loudspeakers enclosed by suitable wooden 
boxes were used as actuators and attached to 
the inner fuselage structure at preselected 
positions. The positions were only approxima-
tely chosen as only general system functional 
tests need to be conducted. As sensors the 
selected system microphones were used which 
were placed in the plane of the passenger 
heads as planned for later flight testing. 
The required propeller synchronization sig-
nals were provided by the exterior noise ge-
neration system which was adjusted to propel-
ler frequencies corresponding to the selected 
test aircraft. A photograph showing· this test 
set-up is given in Figure 26. 
Figure 26: Laboratory active noise control 
test set-up in Dornier 328 ATC 
The laboratory testing in the Dornier 328 ATC 
was very successtull. A selected preliminary 
result is shown in Figure 27. The data were 
obtained for the described control unit with 
selected time-domain algorithm and correspond 
to the averaged noise level at the used sen-
sor microphone without and with active noise 
control. As can be seen, noise reductions of 
about 15 dB at 1xBPF, 16 dB at 2xBPF, and 
10 dB at 3xBPF were measured. In addition and 
that seems to be of equal-importance, walking 
of several peoples in the ATC during the test 
seemed to have no large effect on this result 
and yielded the impression of a rather global 
noise reduct i on. Furthermore, the power con-
sumption of all loudspeakers during this test 
~as measured to be only about 40 ~atts which 
i s relatively low. 
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Figure 27: Preliminary active noise control 
reault of Dornier 328 ATC testing 
7. CONCLUPING REMARKS 
The experimental and theoretical results of 
the ASANCA program summarized in this paper 
provided very important information on air-
craft interior active noise control. 
The evaluation of the performed aircraft 
flight and ground test indicate, for example, 
a noise reduction potential of this technique 
up to about lS to 20 dB for the first propel-
ler tone (lxBPF) depending on the number of 
secondary sources used. During the laboratory 
testing of one of the developed control sys-
t .. s in the Dornier 328 Acoustic Test Cell 
(ATC) preliminary data evaluation showed 
noise reductions of about lS and 16 dB for 
lXBPF and 2XBPF and about 10 dB for 3XBPF. 
This is in good agreement with the results. 
based on the flight and ground tests as pro-
bably not optimum actuator positions were . 
used in this experiment. Furthermore impor-
tant results were obtained from the performed 
finite element calculations providing a de-
tailed data base for still ongoing or planned 
future active noise and vibration control 
predictions. 
In addition, the study identified that for 
future practical aircraft applications further 
detailed research on this topic is required, 
for optimum control system definition as well 
as system weight and size minimization. 
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ACTIVE CONTROL OF SOUND TRANSMISSION 
THROUGH STIFF LIGHTWEIGHT COMPOSITE 
FUSELAGE CONSTRUCTIONS 
D. R. Thomas, P. A. Nelson, R. J. Pinnington and S. J. 
Elliott 
Institute of Sound and Vibration Research 
University of Southampton. 
SUMMARY 
1. Outline a model of a vibrating plate with arbitrary 
boundary conditions previously used by Berry etal. 
2. Minim ise the far field radiated acoustic power using 
point secondary force inputs. 
3. Use the model for the simple case of freely mounted 
stiff lightweight panel. 
4. Present experimental results for an alum inium honey-
com b com posite panel. 
5. Present experimental results for the combination of 
a clamped steel plate and an aluminium honeycomb 
panel with secondary forces acting between the parti-
. tions. 
6. Present experimental results for the combination of 
a clam ped steel plate with four secondary alum inium 
honeycomb panels. 
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ACTIVE CONTROL OF SOUND TRANSMISSION: A 
NEW APPROACH 
• The problem: Propeller noise in aircraft cabin. 
• One proposed solution is the use of secondary acoustic 
sources in the cabin to minimise the internal sound 
pressure. 
• Another approach suggested by Fuller is to use sec-
ondary forces acting on the fuselage to minimise the 
internal sound pressure. 
• Secondary forces are more effective than secondary 
acoustic sources in achieving global reductions in sound 
pressure. 
• the use of secondary forces could however significantly 
increase fuselage vibration. 
• A hybrid approach: Partially replace internal trim with 
stiff lightweight panels attached to the fuselage by 
means of secondary force actuators. 
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Diagram of the clamped rectangular plate illustrating 
the co-ordinate system used. 
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THE EQUATION OF MOTION FOR THE PLATE 
The shear force Fs(P, t) and the bending moment 
M B (P, t) at poi nt P on the· edge of the plate are given 
by 
Fs(P, t) = -K(P)w(P, t)nz, (1) 
ow 
MB(P, t) = C(P)-a (P, t)r, (2) 
ne 
where K (P) and C (P) are the translational and 
rotational stiffness per unit length at point P. 
Non-dimensional edge parameters k(P) and c(P) 
k(P) = K(P)a3/ D, 
c(P) = C(P)a/ D, 
(3) 
(4) 
The Lagrangian for the response of the plate described 
above to an arbitrary forcing function f(x, y, t) can be 
expressed as 
L(w) = T (~~) - V(w) + W(w), (5) 
T= j+1 j+1 ~ h a2 (8w)2 da df3 
-1 -1 gP r 8t ' (6) 
where a = 2x/a and {3 = 2y/b and r . a/b. 
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(7) 
where Vi is the potential energy of plate bending given 
by 
Yt = ~{/:IL:l ~[(::~)\r~(:~~r+2vr2::~:~~ +2(1-v)r2(!;p)2]dOdP, 
(8) 
lt2 is the potential energy associated with the 
translational stiffness at the edges of the plate given by 
(9) 
and V3 is the potential energy associated with the 
rotational stiffness at the edges of the plate given by 
V3 = 1:1 cr2 [(:; (0,1) r + (!; (0, -1) r] do 
+/:1 ; [(:: (1, {3)) 2 + (:: (-1, {J)) 2] dfJ}, (10) 
The work done on the plate by external forces, W is 
given by 
a
2 
J+1 J+1 W(w) = 4r -1 -1 f(a, {3)w(a, {3) do: d{3 (11) 
Hamilton's principle 
(12) 
Rayleigh-Ritz: 
(13) 
(14) 
<Pm{X) = (!xf, m=0,1,2, ... M, 
'If;n{Y) = (~Y r ' n = 0, 1,2, ... N, (15) 
Equation of motion: 
Ma+Ka=/, (16) 
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M is of the form 
MIIII Ml211 
Mll12 M I212 ··· 
M llpq 
MIIPQ 
Mmnll ... MMNII 
Mmnpq 
with 
(17) 
2 
Mmnpq = :r t/ t/ PhI/Jm(a)1/Jn{/3)if>p(a)1/Jq(f3) dadf3. 
(18) 
The matrix K is of the same size and form as M with 
the elem ents given by 
Kmnpq = K~npq + K!npq + K!np'1' (19) 
where K~npq is the contribution of the plate stiffness to 
the stiffness matrix given by 
D [+1 [+1 2 (02¢>m {j2¢>p 4 02tP" 02tPq 202¢>m 02t/Jq K~"JHl = a21-1 1-1 -; oa2 tPn oa2 + r ¢>m olP ¢>p 0{32 + IIr 002 tP"¢>,, 0{32 
2 02t/J" 02 ¢>p ( ) 20¢>m Ot/J" O¢>p Ot/Jq) 
+lIr ¢>m 0f32 ,002 tPq + 2 1 - II r oa 0{3 lJa 0{3 da d{3, (20) 
K!npq is the contribution of the translational stiffness 
at the plate:.edge to., the stiffness matrix given by 
= ~ [1:1 ~[¢>m(a)tPn(1)¢>p(a)tPq(l) + ¢>m(a)tPn( -l)¢>p(a)t/Jq( -1)] do 
" +'1 k ' '," ", 
+ 11 2r [¢>m(1 )t/J,,(.8)¢>p(1 )tPq(f3) + ¢>m( -1 )tPn({3)¢>,,( -1 )t/Jq({3)] d{3, (21) 
and K:'mpq is the 'contribution of the rotational stiffness 
at the plate edge to the stiffness matrix given by 
K!""q = 1:12cr2(¢>m(0):n(1)¢>" ~~(1) + ¢>m(a)~(-l)¢>" ~~q(-l)) do 
+ [+12~(00¢>m(1)tP,.'(f3)00¢>"(1)tPq({3)) d{3 1-1 r 0 • a 
+ [+1 2=(0¢>m(_1)"'n(f3)0¢>"(_1)tPq({3)) d{3. (22) 1-1 r 00 oa 
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Harmonic time dependency 
(-w2M + K)a = I, (23) 
where the elements of 1 are n6W given by 
2 
Imn(t) = ir f~l f~l 1(0, {3)4Jm(O)tPn(f3) do d{3. (24) 
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THE ACOUSTIC POWER RADIATED BY THE PLATE 
The far field acoustic pressLire radiated by the plate is 
calculated by application of tbe Rayleigh integral: 
e-i(w/c)R 
p(R,(l,cp) = -PaW2 21rR W(A,J-L), (26) 
Assume that R » a and R » b can be defined as 
where 
A = (w / c) sin () cos cp; J-L = (wi c) sin (} sin cpo (28) 
153 
The acoustic power radiated into the far field is given by 
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4 
n - PaW f21r f1r/2\ - (\ ) 12 . II d
ll d 
- 8 2 JO 10 w 1\, JJ SIn t1 t1 c.p, C1r . 
4 
II = PaW IHB-HOB-I/, 
8C1I"2 
where n is a matrix of the form 
fhlll f21211 
Qll12 f21212 
n1lpq 
n1lPQ ... 
f2mnll ... f2MNII 
the elements of which are given by 
(29) 
(30) 
(31) 
(::) 
2 fo2~ t2 (C amej~(·/2)0 cIa C1 (j"ei,,(b/2)iJ dP) 
x (C a' ei ~(0/2)0 cIa C pq ei,,(b/2){J d{J r sin 8 dB dt,o.( 32) 
ORIGINAL PAGE is 
OF POOR QUAurv 
THE MINIMISATION OF THE ACOUSTIC POWER 
RADIATED BY THE PLATE BY THE USE 
SECONDARY FORCE INPUTS 
- • J 
:-7 
(33) 
4> M(X L)1/J N(YL) 
(34) 
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If we define a· matrix A as 
P w4 A = a 2B-HnB-l, 
8C1r (36) 
n = /f.HA./p + I'A.!, + f!.HAfp + I!.HA./,. 
(37) 
(38) 
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Randomly distributed 
array of 24 
microphones. 
Volume = 348m3 
CD 
Floor 2 
Height 2.0111 
';late Height 
G 
0.5111 
Height 
Floor 
4 Height 
volume = 152m3 
The reverberation suite, showing the clamped steel 
plate ,and four primary source positions. 
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Flexible gasket 
The arrangement of secondary forces and mounting of 
the aluminium honeycomb panel 
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Frequency response of the aluminium honeycomb panel 
with all edges free 
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of the sound pressure at the 24 control microphones in 
the receiving chamber for the aluminium honeycomb 
panel with and without control and a 9inch plastered 
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Flexible gasket 
Aluminium honeycomb 
composite panel 
Steel 
late 
The mounting of the 2 inch aluminium honeycomb 
panel and clamped steel plate and arrangement of coil 
and magnet devices. 
uminium honeycomb 
1 
Diagram of the arrangement used for the coil and 
magnet devices. 
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.. compos,ite panel 
----- ----
Steel 
late 
" , 'The mounting and arrangement of the;i4 linch·' 
aluminium honeycomb 'panels and the;clamped steel 
plate showing the positions of the coil and magnet 
devices. 
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Frequency response of one of the aluminium honeycomb 
panels with all edges free. 
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9 inch concrete wall 
4 aluminium honeycomb panels & 
steel plate with control 
4 aluminium honeycomb panels & 
steel plate without control 
100 
Sound pressure difference for the four alum inium 
honeycomb panel & steel plate combination, with and 
withouticontrol, and for a gin plastered concrete wall. 
The frequency range is from 80Hz to 100Hz. 
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CONCLUSIONS 
1. Large attenuations in sound transmitted through a 
single freely mounted aluminium honeycomb panel 
can be achieved with either three secondary forces 
or a single force if the panel motion is restricted to 
piston type motion. 
2. Global attenuations in transmitted sound pressure can 
be achieved using secondary forces acting between 
a clamped steel plate and an aluminium honeycomb 
panel. (though lim its were im posed on the experi-
mental results by flanking transmission paths and the 
reverberant field). 
3. Using four 'secondary panels' with the clamped steel 
plate produced a partitions with a transm ission loss 
approaching that of a 9 inch thick plastered concrete 
wall even at frequencies close to 300Hz. 
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Abstract 
The noise reduction effectiveness of two types of control force actuator models has 
been analytically investiglted: (1) a poine actuatOr and (2) an in-plane. piezoelectric 
actuator. The actuatOrs were actached to the wall of a simply-supported, elastic cylinder 
closed with rigid end caps. Control inputS to the actuators were determined such that the 
integrated square'of the pressure over the interior of the vibrating cylinder was a minimwn. 
Significant interior noise reductions were achieved for all actuator configurations, but 
especially for the the structurally dominated responses. Noise reductions of 9dB to 
26dB were achieved using point force actuators, as well as loc:ilized and extended 
piezoelectric actuators. Control spillover was found to limit overall perfonnance for 
all cases. However. the use of extended piezoelectric actuators was effective in reducing 
control spillover. without increasing the number of control degrees of freedom. 
Introduction 
The reduction of ineerior noise in the cabins of a wide class of rotorcraft and 
propeller aircraft has been a continuing problem. Interior noise is particularly intense 
in smaller propeller aircraft and helicopters, whereas the cabin noise of high-bypass 
turbofan powered commercial aircraft has been maintained at acceptable levels. However. 
in recent yelrs. due mainly to the development of advanced turboprop powered aircrait1 • 
considerable attention has turned to developing more efficiene technology to reduce the 
low frequency noise in aircraft interiors. Passive techniques have been studied, but 
found generally to be unacceptable due to the adverse effectS of added weight on aircraft 
performanc e. 
Active control of interior noise has therefore received increased emphasis as an 
dJective. lightweight. noise reduction method. Flight testS in propeller aircraft have 
demonstrated !O to 15 dB ut nuise reduction using distributions of interior acoustic control 
~oun.:es. Hl)Wl!vl!r. [0 achieve ~()ntrol over multiple harmonics. JCtu:l.tOr numbl:!rs ranging 
173 
174 
from 16 to 32 or more have been required2•3. In addition. the opcirnwn distribution of 
concrol actuators has been found to be dependent upon the hrumonic content of the interior 
noise~. That is. an actuator configuration effective for the firSt few lower harmonics may 
lose its effectiveness if higher-order hrumonics are to be contl'oiled4 . Tnus. in orde: 
to adapt this noise concrol technology to helicopters. the range of frequencies impac:ed 
needs to be expanded to include the higher frequencies typical of gearbox whine, for 
example. which can range to several kilohertz. Over this higher frequency range. an 
excessive number of acoustic concrol sources would probably be required in oreier co 
attain the required matching between the primary noise field and the concrol field, while 
minimizing eencrol spillover. 
Active Structural Acoustic Concrol (ASAC) is a new teChnique in which the concrol 
inputs, for reducing interior noise, are applied directly to the vibrating structural acoustic 
system. This approach has been demonstrated to be more efficient for controlling 
low to mid-frequency scrucrural sound radiations. In contrast to using acoustic control 
transducers. ASAC applies concrol forces directly to the scructure such that some measure 
of the resulting interior noise field is minimized. The advantage of this approach is that 
effective control can be implemented with fewer concrol actuators, while generating less 
concrol spillover. Other advantages are related to the physical implementation of the 
conaol hardware in that the transducers can be designed to be reasonably compact. 
One particularly attractive active concrol concept, recently tested at NASA Langley.5 , 
was based on using piezoceramic patches bonded to the vibrating surface of a fuselage 
model. These piezoelectric actuators were used to apply bending (out-of-plane) forces 
to the vibrating fuselage. Preliminary results showed 8 to 15 dB of global interior noise 
reduction. using a least mean square algorithm, over a wide range of test conditions. 
A parallel analytical effort to model the transmission and concrol of interior noise. 
due to external noise and vibration sources, has also been undertaken at NASA Langley. 
The analysis5 models a fuselage as a finite length, elastic cylinder with hard (rigid) end 
caps. Two types of piezoelectric actuator were used to apply force inputs directly to 
the cylinder wall: (1) a bending (out-of-plane) model and (2) an in-plane model. The 
cylinder and interior acoustic response due to each actuator type was computed and the 
resulting mode spectra studied. In general, the in-plane piezoelectric actuator was found 
to provide better excitation of the lower-order acoustic cavity modes and. hence, was 
thought to be the superior actuator model for active noise concrol applications. 
In this paper, the effectiveness of the in-plane piezoelectric actuator modelo mentioned 
previously is analytically investigated and compared to a point force actuator model. An 
acoustic monopole, located very close to the outside wall of the cylinder, was used as 
the primary offending noise source. The input amplitudes [0 the concrol actuators were 
determined such [hat a quadrJtic cost function. defined on the interior acoustic pressure, 
was minimized. The concrol lCtuaror configurations required to reduce the interior noise. 
without excessive spillover. were examined for twO dominant, low frequency noise 
transmission CJses. The tim case considered is for a cylinder resonance (100 Hz). 
where the interior acoustic field is driven in multiple. off-resonance CJviry modes. The 
second CJse is for an acoustic CJviry re:;onance (100 Hz) chJr.lcte:ize:i by both near ane 
off-resonance cylinder vibration modes which couple effectively with a single, dominant, 
low-order acoustic cavity mode at resonance. 
Analysis 
In this paper, the interior noise reduction characteristics of two types of control force 
actuamrs, attached to the wall of a vibrating cylinder, are analytically investigated. The 
two types of force actuators are: (1) a point force model, which simulates the force inputs 
from an electromechanical shaker, and (2) an in-plane piezoelectric force actuatOr model. 
The control inputS to these force actuators are uniquely determined such that a quadratic 
cost function, defined on me interior acoustic pressure, is a minimum. 
Configurational details of the cylinder and force actuator models are shown in Figure 
1. A single piezoelectric patch, with dimensions (.6.x, a6.I)), is shown centered at 
·coordinates (Xj,l)j) on a uniform, elastic, simply-supponed cylinder of length L, radius 
a, and thickness h. A normally directed point control force is also shown applied at 
coordinates (x j, I) j) for illustrative purposes. The cylinder is assumed to have rigid end 
caps, so that the interior acoustic field is produced by the wall vibration induced by the 
superposition of the primary acoustic loading and the actuator control forces. Herein, a 
single acoustic monopole, located at (x == L/2, r = 1.2a, 8 = 0), was used as the primary 
noise source, although the generalized modal analysis outlined in this paper can readily 
accomodate the loading produced by more realistic noise sources. 
Response To Primary And Secondary Loadings The total interior acoustic pressure 
field inside the vibrating cylinder can be expressed as6,7: 
No 
p{x, r, 8) = L VS,jP2,j(X, r, I)) + Pl(X, r, I)) 
j=1 
(1) 
in which PI (x, r, 8) is the primary interior acoustic field (produced, for example, by the 
external monopole shown in Figure 1) which can be expressed by the equations: 
PI (x. r, 8) = L L In(Qmr) cos (m;x) [Pf,mn cos(nl)) + Pt,mn sin(nl))] (2a) 
n=Om=O 
(2b) 
The modal coefficients pf.mn and Pi,mn define the primary interior acoustic field and can 
be expressed in terms of the primary cylinder displacement. The first term in equation (1) 
is due to the control inputs applied to the cylinder by the Nc force actuators. The complex 
amplitudes ~.~.J of the actuators are unknown and will be determined by a minimization 
process. The distributions P2.} (x, r, 8) define the interior acoustic response produced by 
a single actuator located at coordinates (Ij,l)j) with unit amplitude V2.j = 1.0. These 
distributions are given by the following equation6: 
P-~.}(.r. 1'. U) = L L .J,,(crml') (Os (m7x) [PLmn cos( nO) + PLmn sin{nO)] (:3) 
n=l)m=,) 
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The modal coefficients Pf.jmn and P!.jmn appearing in equation (3) are defined by the 
relations: 
PZ,Jmn ::: Pmn(W) L Cm'mWLm'n (-!a) 
m'=! 
(46) 
m'=! 
in which che modal coupling coefficiems Cm'm account for the coupling of the sin (T) 
functions of che cylinder radial displacemem to che cos (T) functions for the interior 
acoustic pressure. Expressions for these coefficients and the pressure modal transfer 
functions P mn (w) are available in the literarureo. The shell displacement coefficients 
w.2c . n and W':· n c:m be related to the actuator loading coefficients. which will be .)m _,)m 
introduced subsequendy for boch che point force and in-plane actuator models. Essentially. 
W:f.jmn and W.f,jmn are the shell displacement modal coefficients produced by a unit 
amplitude input (V2,j = 1.0) to a force actuator located at coordinates (Xi, OJ). It should 
be noted that the locations (Xj, OJ) of the Ne actuators must be specified a priori. Then 
the distribution functions P2.j (x, r, 0) defined by equation (3) are completely determined. 
This leaves the complex amplitudes V2,j as the solitary unknowns to be determined by 
the minimization process. 
Cost Function and Optimization Procedure In order to find the optimun input V'l,j 
for each force actuator. consider the following cost function defined on the acoustic 
pressure inside the vibrating cylinder: 
A(V':!,j) = 1£ 1a 127r rlp(x,r,0)1 2dOdrdx 
which. using equations (1) - (3) can be exp:mded to: 
Ne Ne Ne Ne 
(5) 
A(V':!,j) = I: I: [("j V2,i V2~j + I: C2,i V2~i + I: Ci.i V2,i + Al (6) 
i=1 j=1 i=1 i=1 
The Nc unknown amplitudes \IS,j for the actuator forces will be determined such that 
1\.( V2,j) takes on a minimum value. Differentiating equation (6) with respect to V'l.j 
and setting che results to zero yields the following matrix equation for the iVe unknown 
control force amplimdes6,s: 
v, ,. = -[IC .]-I C,)· 
-, I t) , 
The minimun value for the cost function is given by: 
;\(v;;) . = c, ,·V.;, + Al 
-. min -,-, 
( i) 
(8) 
The system stiffness matrix [\'I.J' force vector C~.i. :md primary state cost function.:\lo 
can be expressed in the following fonn: 
l' ' "" ;";'m I. [p" pr. 'p" p... 1 D \ '.} = L- L -.)- t:u 2.lnl71 '~,)Tlln I' :!.iTnn 2.}1T1U mn (9a) 
n=()m:() -
C" . - "'" "'" ;rf.mL [ pc" pc ..L p". P" 1 D 
-,' - ~ ~ ') en 2,Imn l,mn I 2.lmn l,mn mn (9b) 
n=O m=O -
A _ "'" "'" ;rf.mL [pC pc. 'P" p". J III - ~ ~ -.)- en l,mn l,mn T l,mn l,mn Dmn (9c) 
n=O m=O -
In the above equations, the coefficient Dmn is given by: 
(10) 
It should be recalled that the primary cylinder loading and response is assumed to 
be known. Hence, the modal coefficients Pf,mn and Pf,mn (eq. 2a) for the primary 
interior acoustic field can be expressed in terms of the primary cylinder displacement 
modal coefficients6• In a similar manner, the modal coefficients p;. and p,: . 
.... mn .. ,Imn 
can also be related to cylinder displacement coefficients Wi.imn and W;,imn (see eqs. 
4). However, the cylinder displacement coefficients WLmn and W:i,imn are dependent 
upon the actuator type, that is, whether the actuator exens normal forces (point force 
model) or in-plane stretching forces (piezoelectric model) on the cylinder. These modal 
displacement coefficients are defined in the following sections. 
Point Force Actuator Model The response of a cylinder to an harmonically varying 
point force can be derived in a straightforward manner7,9. The generalized cylinder modal 
displacements coefficients required in equations (4) can be expressed as 
Wf,jmn = Hmn(w)F2,Jmn (l1a) 
(lIb) 
in which the modal frequency response function Hmn(w} accounts for the radial response 
of the cylinder due to a nonnal (radial) hannonically varying loading. The modal 
coefficients Ff . and n . appearing in equations (11) for a point force are as follows: 
_.}mn _,Jmn 
c ( 2 )_ . (m7l'x2,j) F-:.. jmn = ;renL Sin L COS (n02,j) (12a) 
. (::!) . (mrox2.j ) . Fi.)m" = -. -l :nn L Sin ( n02,J) 
"(II - . 
( 12b) 
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In-plane Piezoelectric Actuator Model In order to simulate in-plane acruator loading. 
the effect of the piezoelectric material on the cylinder is replaced by a line force 
disaibution (jz and ftJ) acting on the perimeter of the patch area as illustrated in Figure 
2. With this acruator model, twO piezoelectric patches bonded to opposite surfaces 
are driven in-phase. This madel io . when utilized on a fiat plate, produces a uniform 
stress distribution through the plate's thickness. It should be noted that only in-plane 
displacements will be produced in a flat plate. However, in a shell the in-plane and 
out-of-plane (bending) deformations are coupled due to curvature effects. Therefore. the 
in-plane piezoelectric acruator will induce out-of-plane cylinder displacements. 
Hence, because the in-plane actuator exertS a direct in-plane force on the middle 
surface of the cylinder and produces an out-of-plane displacement, the in-plane analysis 
must consider the coupled (axial, tangential and radial) cylinder displacements and is 
therefore slightly more complicated than the point force analysis outlined previously. 
The cylinder displacement coefficients Wi.;mn and W1,jmn for the in-plane acruator 
model have the fonn 
W.c - H(l)( )AC H(2) ( )T~ 2,jmn - mn W jmn - mn W jmn (I3a) 
W'~ H(l) ()A~ 'H(2l ( )TC 2,jmn = mn W jmn ~ mn W jmn (I3b) 
in which the frequency response functions H~~ (w) and H!;~ (w) can be developed from 
the governing shell equanons6. These transfer functions account for the coupling between 
the out-of-plane displacements of the cylinder and the in-plane force inputs prcxluced by 
the piezoelectric acruatOr. 
The axial loading coefficients Ajmn and Ajmn appearing in equations (13) are defined 
as followsD: 
{ 
CJ.8 
C -8. m1l'"~x . m1l'"X} T 
Ajmn = Lsm(-;:;z-)sm(-L-) 
11" - ~sin(nt8)cos(n8i) 
if n = 0 
otherwise 
A~ -8 . (m:r~x) . (m1l'"xi) {O jmll = :- Sin - . .,-- Sin --
., L _L L ~ sin( "t8) sin(nBj) 
if n = 0 
otherwise 
and the circumferential (twisting) loading coefficients, T Jcmn and TJ'mn are: 
, {O c -~. 1717i.:).X . m7ix} 
Tjmn = :T'" sm( ~L ) sm(-L-) 
_ " u - ;!;sin(n~8)sin(n8j) 
if n = 0 
Otherwise 
{ 
0 
, .• ,~. m7i~I . m7iI} 
Tjm " = -, SIIl(-. -lSlll(-L- J 
-',l lL I . • n·'/I) 0 
. - -'- SIIlI-=- cos(n ) 
lit 2 ) 
if n = 0 
mhe:wise 
(14a) 
(l4bj 
( L5a) 
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Discussion of Results 
Results are presented for a large-scale, simply-supporred,. aluminum cylinder which 
is 1.68m in diameter, 3.66m long, and has a thickness of 1.7mm. The cylinder is closed 
with hard (rigid) end caps. It is assumed that the interior acoustic field is due solely to the 
vibration of the cylinder walls. The primary field is harmonic (e- jwt ) and is produced by 
an exterior acoustic monopole 0.2a from the cylinder wall at (x = L/2, .,. = 1.2a, 8 = 0°), 
as shown in figure 1. This source configuration produces only symmetric axial modes 
and circumferential cos( nO) modal variations. This simplifies the contrOL problem and 
makes the data easier to interpret. Generalizations to a realistic aircraft fuselage structure 
will necessarily be more complicated, but the physical mechanisms and understanding 
arising from this simpler structural model will aid in understanding more complicated 
structural acoustic configurations. 
All control forces in this srudy are confined to act in the source plane (x = L /2). Two 
types of control acruators are considered in this paper: (1) normal point forces (shaker 
inputs) and (2) in-plane piezoelectric force acruators. It should be recalled that a single 
piezoelectric acruator consists of two congruent patches bonded to opposite sides of the 
cylinder wall. For all calculations presented herein, the patch dimension in the axial 
direction is ~x = 3.8cm (1.5in.). The circumferential dimension (a6.0) varies on a case 
by case basis depending on the number of piezoelectric acruators used (N, = 1,2, ... , 18) 
for a particular configuration. The control inputs (amplirudes) to the acruators were 
determined so that the integrated square of the acoustic pressure over the interior volume 
was a minimum. 
Various actuator configurations are studied and the effect on overall attenuation and 
contrOl spillover is examined both for the acoustic cavity response as well as for the 
vibration response of the cylinder. Results are presented in terms of reductions of the 
interior sound pressure levels. All sound pressure levels (SPL) are referenced to the 
maximum SPL for the no control case at that particular frequency. These are shown 
by comparisons of the pressure distributions in the source cross section (x = L/2) for 
the various control conditions. In addition, comparisons of the pressure response are 
presented in tenns of the axial and circumferential wavenumber spectra, which clearly 
illustrate the effect of control on the modal content of the interior pressure field. All 
modal amplitudes for a particular frequency are referenced to the maximum amplirude 
mode for the no control case. 
Results are presented for two frequencies: (1) a cylinder resonance (100 H =) and (2) 
an acoustic cavity resonance (200 Hz). For a monopole excitation of 1 OOH z, the SmIcrural 
acoustic response is dominated by a resonance of the (m = 1; n = 2) cylinder mode, 
which drives an off-resonant acoustic cavity response. The second frequency sonsidered 
is ~OO H =, which excites an acoustic resonance of the (m = 0; n = 2) cavity mode. This 
response is driven by a number of n = 2 cylinder modes. In addition, control spillover 
effects are present for both of these frequencies and variations in the size and number of 
the conrrol actuators, ior minimizing these effects, are investigated. 
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Structural Resonance The interior acoustic response, due to the exterior monopole 
oscillating at 100H =, is shown in figure 3a. This response is dominated by the em = 
0,2; n = 2) cavity modes as shown in the wavenumber distribution of figure 4a. Both 
of these modes are excited by the (m = 1; n = 2) cylinder mode. which has a resonant 
frequency of 99H z. Due to the circular nature of the cross section, the sin (T) cos (20) 
cylinder modes couple only with the cos (T) cos (20) cavity modes. However, multiple 
axial mcxies are excited due to the coupling of the sin (¥) function to a range of 
cos (mr) functions. Due to symmetry, which does not permit even (m = 0,2, ... ) order 
cylinder modes or odd em = 1,3, ... ) order cavity modes, the dominant modes in the 
primary pressure field are the m = 0,2 modes. All of the other modes are greater than 
20dB down in the pressure response. 
Due to the relatively uniform distribution of the external monopole loading. only 
low-order cylinder and acoustic modes are excited. Also, the implicidy higher damping 
that is associated with the higher-order cylinder modes, as well as the reduced structural 
acoustic coupling of these modes tends to further enhance the importance of the lower-
order modes. 
Localized Control Actuators Figure 3b shows the optimized interior pressure distri-
bution using two point forces as the control actuators. The two forces are placed at 
9 = 00 , 1800 • The average SPL reduction throughout the interior volume is 17.1 dB. The 
maximum SPL for this condition is 10.3dB less than the maximum amplitude for the 
no control case. The effect of the controller is to reduce the response of the resonant 
(m = 1; n = 2) cylinder mode by about 37 dB. The physical mechanism at work here is 
an increase in the input impedance of the cylinder for this mode. which occurs due to 
the interaction of the primary and secondary forces. The residual field shown in figure 
3b is dominated by higher-order modes (m = 2,4; n = 12) and (m = 2; n = 6,8, 10). 
These modes are generated by the control forces and are collectively referred to as a 
control spillover effect. That is, the controller produces extraneous modal responses that 
are not present in the primary structural acoustic response. These arise from the localized 
response generated by the point control forces. The net effect is to increase the peak 
vibration response of the cylinder. Peak cylinder vibrations levels increased 4.6dB for 
the composite case of figure 3b over the peak level of figure 3a. 
This spillover effect, which arises from the discrete nature of the point control force 
actuators, tends to excite a wide range of modes in the cylinder. In order to repress these 
control spillover effects, piezoelectric actuators are often cited as an effective control 
alternative. However, discrete piezoelectric actuators also tend to excite similar spillover 
responses. This is shown in figure 3c and 4b. Here, two piezoelectric actuators, 6.35 
cm by 3.8 cm in circumferential and axial dimensions, respectively. are used as control 
actuators. Each actuator subtends a circumlerential angle of 4.30 • The composite field, 
due to the action of these control actuators, is shown to be not discemably different from 
that for the point force actuators. The volume integrated reduction in interior SPL is 
Ifi.9dB. The wavenumber distribution for the optimized point force actuators are similar 
to that shown in figure 4b for the optimized piezoelectric actuators. The higher-order 
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modes dominate the composite pressure response, providing an interior noise floor, which 
limits the overall reduction. Finally, the peak vibration leveJ of the cylinder for the control 
case increased 4.7 dB. similar to the previous case. 
Extended Control Actuators One method found to be effective in controlling modal 
spillover is to increase the patch size of the piezoelectric actuators. This effect is displayed 
in parts (b) and (c) of figure 5, for single piezoelectric actuators with the same axial 
dimension as considered previously (3.Scm). Here, however. the circumferential length 
has been increased to subtend an angle of 30° in one case and 90° in the second case. The 
wavenumber distribution is presented for both control cases, as well as for the no control 
case, figure 5a. The controller with the 30° actuator achieved an volume integrated SPL 
reduction of 19.6dB. Comparing figure 5b to figure 4b shows this reduction was achieved 
by significandy reducing the excitation of higher-order modes by the control input. In 
this case, the strongest residual mode is the (m = 2; n = 7) mode. This improvement 
was achieved with a single actuator (one control degree of freedom) as compared to the 
cases of figures 3 and 4. where two control inputs (two control degrees of freedom) were 
used. Also, the peak cylinder vibration level was reduced by 2dB over the no control 
case. The case shown in figure 5c reduces the control spillover effects even further, 
particularity for the lower-order m = 0 modes and for the mid-range m = 2 modes. This 
is due to the single piezoelectric actuator not coupling as effectively to those modes with 
phase reversals . over the 90° actuator length. The volume integrated SPL reduction for 
this case is 22.5dB and the peak cylinder vibration was reduced by 7 .9dB. 
These reductions were achieved as a result of the uniform distribution of axial (in-
plane, see fig. 2) control forces over the circumferential length of the 30° or 90° actuators. 
Both of these actuator cases utilized a single control degree of freedom, the simplest 
possible controller impelmentation. However, such a simple actuator configuration yields 
a much less flexible control system. In practice, it would be expected that different 
frequencies (i.e. hannonics) will require different arrangements of actuators. By fixing 
the actuators in such large increments, compromises across a range of frequencies might 
be expected to result in substantially reduced performance. However, both of the extended 
actuator arrangements considered previously resulted in reduced vibration levels in the 
cylinder. This effect will be important to the structural acoustic designer when loads and 
fatigue life are considered. 
As a final case, a more versatile arrangement of the single 90° actuator is considered. 
Again, the primary field is that presented in figure 5a, the frequency is 100Hz with a 
dominant cylinder mode driving two dominant acoustic cavity modes. In this configura-
tion. the 90° actuator is broken up intO 18 individual actuators. each subtending 5°. This 
is nearly the same size as the dual actuators of figure 3c. The result of optimizing_this IS 
degree-of-freedom system is compared in figure 6 to that of the single control actuator 
of the same overall size. The wavenumber specrra is shown for each case. For this case 
only -t modes are evident in the -tUB dynamic range of the piot of figure 6b. compared 
to 10 modes in fi gure 6a. The (m = 0; n = I) mode is the strongest residual mode and 
this mode is nearly ,dB higher for the case of figure 6b compare to figure 6a. However. 
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the integrated volume reduction is 26.1dB compared to 22.5dB for the single degree of 
freedom actuator shown in figure 6a. The peak cylinder vibration level is reduced by 
8.6dB relative to the no control case. only an incremental improvement over the 7.9dB 
reduction obtained with the single actuator of figure 6a. 
Therefore. for this excitation frequency (lOOH =). for a single dominant cylinder 
mode. the multi-degree of freedom optimization yields only a marginal improvement 
over the single degree of freedom system. When controller complexity is considered, the 
single degree of freedom system is more attractive. However, the multi-degree of freedom 
system adds the element of contigurability for different conditions and frequencies. This 
versatility would be a very desirable characteristic in any implementation of a concrol 
system in a real aircraft structure. 
Acoustic Cavity Resonance The interior cavity response at x = L/2 is shown in 
figure 7a for an exterior monopole frequency of 200Hz. The external acoustic monopole 
remains at location (x = L/2. r = 1.2a,0 = 0°). The interior acoustic response is again 
seen to be dominanted by a c05(20) variation in the crossection. The (m = 0; n = 2) 
acoustic cavity mode has a resonance at 199Hz and the (m = 2: n = 2) mode has a 
resonance at 220Hz. The odd order (m = 1,3, ... ) acoustic modes cannot be driven 
due to the symmetry of the excitation. In a more generalized configuration this would 
not be the case. The structural response is dominanted by the (m = 3; n = 4) mode. 
which has a resonant frequency of 213Hz. Other modes contributing strongly to the 
structural response are the (m = 1; n = 3) and (m = 1; n = 1) modes. both at about 
-8.idB and the (m = 1; n = 2) mode at -9.3dB. The latter cylinder mode is the 
most significant in this case as it excites the dominant resonant cavity mode. In addition, 
due to the cross coupling of all the sin (T ) cos (28) modes of the cylinder with the 
cos (mr) cos (28) acoustic cavity modes, each of the n = 2 cylinder modes may drive 
this cavity resonance. Therefore. it is not sufficient to control just one cylinder mode; all 
of these modes (m = 1,3, ... ; n = 2) must be controlled. 
The wavenumber spectra of figure 8a illustrates the distribution of acoustic cavity 
modes for the primary response shown in figure 7a. The (m = 0,2,4: n = 2) cavity 
modes have relative levels ofO.OdB. -14.3dB. and -2idB. respectively. with all modes 
normalized to the dominant (m = 0; n = 2) acoustic cavity mode. The dominant cylinder 
mode drives the (m = 0,2,4; n = 4) acoustic modes with relative levels of -16.6dB. 
-12.idB. and -15.3dB. respectively. The (m = O;n = 3) cavity mode is also driven 
at a -IL5dB level. The resonant frequencies of all the n = 4 cavity modes are greater 
than :H6 H = :li1d the 71 = :3 cavity modes are above 2i3H =. Therefore, these modes are 
forced by the cylinder vibration and are non-resonant responses. It can be seen that this-
is a more complicated interior noise field to control than was the case for the previous 
structural resonance case. The driven modes will impose a noise floor that will limit the 
control achieviable. It is c:xpected that a sufficient number of degrees of freedom in the 
control optimization will be required to exercise control over a broad range of modes. 
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Localized Conrrol ACTUators Figure 7b illustrates the control attained using two point 
control forces at B = 0° and 1800 • An integrated volume SPL reduction of 8.7 dB was 
attained. The response is now dominated by a higher-order circumferential variation in 
the source plane. The wavenumber spectra for this case, shown in figure 8b, shows that 
effective control of the (m = 0,2: n = 2) caviry modes was attained with reductions 
of 20.3dB and 9.8dB, respectively. However, considerable control spillover has been 
generated for a wide range of higher-order modes. The (m = 2,4; n = 4) cavity modes 
are now dominant with levels of -6.2dB and -9.4dB, respectively, relative to the 
uncontrolled (m = 0; n = 2) mode. The action of the actuator control forces has 
contributed to these modes significantly. 
Extended Control Actuarors Replacing the point control forces with piezoelectric actua-
tors, with the same dimensions as for the case discussed in figure 3c, yields similar results 
to the point force case just discussed (figure 7b). Therefore, the point force results are 
compared with a single piezoelectric actuator centered at B = 0°, having an axial length 
of 3.8cm and a circumferential length subrending an angle of 60°. The results for this 
actuator configuration are shown in figure 7c with the wavenumber distribution shown in 
figure 8c. The circumferential length of this actuator was chosen in order to subtend an 
angle large enough to avoid exciting higher-order circumferential modes. A piezoelectric 
actuator extending from B = 4.50 to B = -450 with a cos(20) weighted voltage input 
would be ideal. However, since the actuator model is defined with a Step function at 
each edge, the actuator length was selected to extend only over 60° in order to mitigate 
some of this effect. Its length still sub tends an angle that spans a phase reversal of the 
cos( 40) mode and all higher-order modes. 
The results presented in the wavenumber plot of figure 8c supports this supposition. 
Most of the higher-order modes have been significantly reduced. The (m = 0,2,4; n = 4) 
cavity modes have all been reduced by 3.2dB. This reduction is due to 3.2dB less 
controller excitation of the (m = 3; n = 4) cylinder mode for the extended actuator 
compared to the two point forces. The integrated volume SPL reduction is 17.3dB, 
compared to the no control case of figure 7a. Finally, the peak: vibration level for this 
actuator arrangement increased 2.5dB, significantly less than the l5dB increase found 
for the point force actuators. 
Finally, an evaluation of a multi-degree of freedom piezoelectric actuator is examined 
in figure 9. In this configuration, the actuator elements each subtend a .50 angle as before. 
Twelve actuators, centered at B = 00 and subtending 60° around the circumference of the 
cylinder make up the array. The volume integrated SPL reduction remained about the 
same as for the single actuator, 17.SdB. The peak vibration response increases by 5.7dB 
over the uncontrolled case, a 3.'2.dB increase over the single actuator case. Comparing the 
wavenumber spectra of figures 9a and 9b, the optimization of this actuator configuration, 
with l~ control degrees of freedom, has reduced all of the (n = 4) acoustic cavity modes 
by an average of l~dB. This is directly related [0 a reduction of the (m = 3. n = 4) 
cylinder mode by ~OdB over the uncontrolled case. However, a range of higher-order 
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modes are excited by the 12 degree of freedom optimization. These contribute to the 
residual acoustic field in such a way as to limit overall interior noise suppression. 
In this case, the multi-degree of freedom controller has again not significantly realized 
increased concrol performance. In fact, the peak vibration level in the cylinder has 
increased. Since cylinder vibration effects are not included in the cost function, this is 
not atypical, especially for an acoustic response dominated by a caviey resonance. In 
the previous case, the acoustic response was dominated by a cylinder resonance and the 
vibration response might be expected to be reduced consistently. For the cases considered 
in this paper, one may argue that the performance does not justify the added complexity 
of additional controller degrees of freedom, that is, multiple actuatOrs. Again. however. 
the adaptability of this configuration to a range of operating conditions and broadband 
frequency control may ultimately justify such an implementation. 
Concluding Remarks 
The interior noise reduction effectiveness for two types of concrol force actuator 
models has been investigated. The two types of force actuators were: (1) a point 
force model and (2) an in-plane piezoelectric model. The actuators were mounted on 
the wall of a simply-supponed. elastic cylinder closed with rigid end caps. The in-
plane piezoelectric actuator model consisted of two congruent, rectangular patches of 
piezoelectric material bonded to opposite sides of the cylinder wall. The two patches 
were driven in-phase so as to exen in-plane control forces on the cylinder. The primary. 
offending noise field inside the cylinder was produced by the cylinder wall vibrations 
excited by a hannonically varying, external acoustic monopole. Generally. a number of 
force actuators were employed and the force inputs (amplitudes) to the actuators were 
detennined so that the integration of the square of the interior pressure over the caviey 
volume was a minim un. 
Results were presented for two low frequency response regimes. The first case was 
for a frequency of 100.0 Hz, where lhe cylinder response was characterized by a single. 
resonant (dominant), vibration mode of low order and the interior acoustic response was 
essentially forced in a number of off-resonant acoustic caviey modes. The second, higher 
frequency case at 200.0 Hz was typical of situations where the cylinder vibration response 
consisted of both near- resonant and off-resonant modes. However, the acoustic caviey 
response was dominated by a single, low-order, cavity mode. 
Significant interior noise reductions were achieved for all actuator configurations. 
but especially for the structurally dominated responses. Reductions of 9dB to 26dB 
were achieved using normal point force actuators as well as localized and extended 
piezoelectric actuators. Comparisons of point force control models to small piezoelectric 
models indicate no significant advantage of one type over the other in terms of concrol -
performance. However, ease of mounting, placement versatility and cost would all tend 
to favor the piezoelectric actuator. 
These results illustrate the power of the Active Structural Acoustic Control melhod-
ology for achieving effective noise reduction using only a limited number of actu:J.tors. 
However. control spillover was found to limit overall perfonnance for all cases. The 
use of extended piezoelectric actuatorS was effective in reducing the control spillover 
without increasing the controller degrees of freedom. However. it is expected that fixed 
arrangements of extended transducers will inhibit the application of this technology to 
wideband frequency control. This is especially imponant in rotorcraft where gearbox 
noise is dominant. 
It was also shown that larger. multi-degree of freedom transducer configurations were 
effective in cona-olling interior noise. These configurations tended to excite less vibration 
in the cylinder than did the localized actuators. A real control system may be expected 
to add structural response inputs [0 the cost function in order to insure that the structure 
is not overly excited. However. this is expected to degrade the acoustic perfonnance. 
Finally, the use of multi-degree of freedom control systems may be expected to 
contribute significantly to overall controller complexity. This study has shown that 
effective control may be achieved with limited control "channels". However. this conflicts 
with the requirement for wide band multi-modal control. It is envisioned that reductions 
in the controller channels may be obtained by driving multiple control elements with 
a single cona-oller output. By implementing this with broadband filters, an effective, 
lightweight, limited degree of freedom cona-oller may be feasible. 
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speed of sound in air 
system force vector 
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cylinder modal frequency response function 
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system stiffness matrix 
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Sound Transmission Reduction with "Intelligent" Pane) Systems 
by 
Chris R. Fuller and Robert L. Clark 
Mechanical Engineering Department 
Virginia Polytechnic Institute and State University 
Blacksburg, Virginia 24061-0238 
This presentation is concerned with an experimental and theoretical investigation of the 
use of "intelligent" panel systems to control sound transmission and radiation. An "intelligent" 
panel is defined as a structural system with integrated actuators and sensors under the guidance 
of an adaptive, learning type controller. The system configuration is based on the Active 
Structural Acoustic Control (ASAC) concept where control inputs are applied directly to the 
structure to minimize an error quantity related to the radiated sound field. In this case multiple 
piezoceramic elements are used as actuators while optimally shaped PVDF piezoelectric elements 
are employed as sensors. The control approach is a multi-channel Filtered X algorithm 
implemented on a TMS320C25 DSP. The PVDF sensors are shaped so as to observe that part 
of the structural motion associated with sound radiation. In essence, the sensors act as distributed 
wavenumber filters. The importance of optimal shape and location is demonstrated to be of the 
same order of influence as increasing the number of channels of control. The work demonstrates 
the large potential of such systems to control sound transmission through distributed structural 
systems. 
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• ASAC concepts 
• Intelligent panel definitions 
• Multiple piezoelectric actuators 
• Design optimization of piezoelectric actuators and sensors 
• Modal Sensors 
• Conclusions 
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Active Structural Acoustic Control (ASAC) - Concepts 
• apply control inputs to the structure while minimizing a sound 
radiated related variable. 
• modal suppression - only control those structural modes well cou-
pled to the acoustic field. 
• modal restructuring - little change in amplitude of residual re-
sponse of structure ,however has lower overall radiation efficiency. 
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The Wavenumber Transform 
V(kx,ky) = k t :: t:: v(x,y) exp(-ikxx) exp(-ikyy)dxdy. 
• only supersonic wa~es radiate (ko < Jk; + k~) 
• modal suppression corresponds to a fall of V across the spectrum 
• modal rearrangement corresponds to a fall only in supersonic 
components, subsonic may even increase 
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"Intelligent", "Smart" or "Adaptive" Structure 
• piezoceramic actuators bonded or embedded in the structure 
• PVDF optimized or shaped sensors 
• adaptive, learning type controller (non model based) 
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Conclusions 
• "Intelligent" panel systems show much promise for control of 
sound transmission/radiation. 
• Increasing channels of control leads to better control for off-resonance 
cases. 
• Important to optimlze shape, location and number of transducers 
(influence is of the same order as increasing the number of control 
channels). 
• Different sensing strategies can be undertaken to observe the ra-
diated pressure variables. 
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Pilots Noise Exposure during a 8747-400 Round Trip 
Ambient noise and acoustic head recording and analysis of data. 
Judgement of noise analysis in respect to hearing impairment of pilots and discussion 
of possible measures. 
Introduction 
Noise. physically is no problem. as long as no humans will be effected. Even the 
loudest aircratt would be accepted as long as the airborn soundpower may not 
damage any material and humans are not in the reach of the noise. Consequently, the 
reference of all judgement must be the human attected. 
Though the sound power origin is the aircraft. the effect to the humans inside the 
aircraft is the topic of our presentation. Though the paying passenger is the most im-
portant individual, we will deal today with the well paid pilots - an ambivalent approach 
from the airlines sales standpoiP'. But you will learn from our presentation that the 
pilots are by far the most noise- affected human in an modern commercial jet aircraft. 
4 
As we all know, there are big differences between the ambient noise and the noise at 
the outer ear of the active pilot. Aircratt manufacturers. authorities and also the airlines 
talk about A-levels during specific level flights if they mean cockpit noise. 
This A-Level figure is specified and measured according to the ISO 5129 and the 
APR 42451 1322. There is no doubt that those regulations are of great value for aircraft 
specifications. cornparisions and as a baseline for engineering people. 
ORIGINAL PAGE IS 
OF POOR QUALITY 
The actual noise exposure of the pilots ears during normal routine operation is a figure 
that must be tligller til an that baseline of ambient noise. A lot of variables and in-
fluences must be added to get at least one trips actual pilot exposure. 
History 
Already in 1980 our occupational insurance authority (Berufsgenossenschaft fur 
Fahrzeughaltung) (I call it BGF from now on) was confronted with noise impaired pilots 
claiming for compensation. According to the regulation it has to bE: stt.;died whether the 
impairment was of occupational origin. Together BGF and LH started a study that is 
still in progress and will hold us on the scene for some more years. We summed up 
more than 100 commercial jet flights accompanied by tape recorders and this KEMAR-
-acoustic head who or which still got no name. 
I will base my presentation on a 'oundtrip made nealy 1 year ago with a B747. Though 
both legs of this tour has been r·;corded in a similar manner I will mainly base the 
analysis on the first leg of this flight compiling a block or recording time of about 12 
Hrs 20 Min. Mr. Hoormann thueafter will take some of the results to make up a 
judgement of the noise exposure of pilots in modern jet planes. 
Measurement Equipment and Recording 
3 Transducers or microphones were involved. (Graph) 
One open microphone BK 4166 a pressure capsule placed near the outer ear of 
the left pilots seat about 40 cm from the outer window. (ISO 5129). 
One open 1/2 Inch microphone for a noise dosimeter Metrosonics dB 308 with a 
formidable A-rated storing capability. 
One microcapsule (BK 4134) combinec/ With the modified Swislockycoupler in the 
right ear of our acoustic head from keillar equipped with a male rubber ear. 
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Both BK-Micros were directly plugged in a NOR 112 attached to a Sony OAT-Recorder 
TeO 010. The recording chain ended here in a OAT cassette of 2 channel 120 
minutes recording time. 
This equipment is standard, relatively inexpensive, light and gives you an outstanding 
quality and reliability. Together with the aluminium case and some straps it is ready to 
stand the 10 9 requirement in the cockpit and gives you no EMI-problems in a modern 
digitalized environment. Electricity we got from a transformer, that took 28 V, 400 Hz 
from the aircraft and delivered 9 V DC to the tape recorder for the whole flight. 
For calibration we used a BK 4230 .. 1000 Hz, 94 dB unit with volume correction of 
- 0,2 dB for the microphone and minus 0,5 dB for the Kemar. Air pressure correction is 
not necessary for this calibrator. 
ATC-Signal Recording 
To get a real objective transcript of a pilots ear impression you have to do some 
manipulation, switching and you should watch the flight operation from the behind. The 
flight crew consist of 4 pilots, who are changing their seats and their task like children 
in the Kindergarten playing "go-around in circles". 
Normally one of the guys (sometimes there are ladies involved) is flying the controls 
and the other is dOing the ATC-Radio Communication with an open Sennheiser head-
set. 
With four pilots involved the individual noise exposure can be quite different during ona 
leg. Instead of following one pilot for 12 hours through the tour (including his resttime 
in the noisy area behind the cockpit) we tried to connect the Kemar to the active 
headset pilot lor all the available tllne undependent which 01 the four is doing the job. 
This gave us a full time ATC- recordinq 01 a virtual pilot for one leg. 
ORIGINAL PAGE IS 
OF ,.OOR QUALITY 
To get the A TC radio signal on the recorder we had a third headset of the same kind 
on the Kemar that was directly cabled to the headset of the active pilots headset. 
It should clearly be understood that the flight crew must be cooperative and honest 
enough not to manipulate their individual procedure and show a normal standard 
operation. 
Beside other variables it was not possible to simulate the pilots habit to wear the 
headset on his ears. The headset deliver one signal likewise to both earpieces. The 
pilot can use it in very different manners. Standard is to use both cups on the center of 
both auricles. For this kind of operation you would need the lowest volume on the 
radio panel for a maximum of signal understanding. Any variation from this manner 
would require higher volume for the same signal level. 
Mainly because the earcups tends to warm up the pilots ears they are used to wear 
only the outer-earcup directly on the ear and have the inner cup somewhere beside 
the auricles. This eases the acoustic direct communication with the collegue on the 
other side of the cockpit in about 1 rn in distance. In all these situations the radio 
volume must be increased, showing a 11igher signal level on the Kemar recording. 
On the other hand I should mention that also the position of the headset on the rubber 
ear of the Kemar was not always in the maximum. The cup is posed on the ear more 
or less statistical without objective marks on the head or controls on the recorder. A 
displacement of the headset by forces from the aircraft is possible and would effect 
the recording level as well. 
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Collected Data Analysis 
6 tapes were comprising both channels of 12:20 hours blocktime recording. Verbal 
comments. calibrations. tape changes and not directly cockpit noise related activities 
reduced the netto recording to 8:20 hours summed up for analysis. 
The parallel measurement of the dosimeter gave an Leq over 5 min periods for the 
total blocktime with an accuracy of within ± 1 eJB(A) as cross-checked with the open 
BK-microphone recording. 
While the open microphone and the dosimeter could be used for an analysis without 
manipulation the Kemar recording of the A TC-radio communication is much more 
complicated to understand. 
The Kemar recording had to be corrected by two different influences: 
1 . The Kemar sits about 100 em behind the left pilots seat where the ambient noise 
is about 3 dB lower. (Graph) 
2. Despite the coupler upstreams the Kemar microphone must be corrected for the 
freefield with a known frequency band as shown in this graph. 
To place the Kemar acollstically in the pilots situation you have to add energy for the 
local displacement and to substract energy for the freefield correction. (Graph) 
This calculation would be right only for the ambient noise recording because the radio 
Signal comes directly from the headset and needs no local displacement correction. 
If you just analyse the Kemar mcorulng for pilots exposure you have to correct Kemar 
free field while radio signals are on and correct both factors while no radio signal is 
present.. 
ORIGINAL PAGE IS 
OF POOR QUALITY 
An alterate could be to take the open ambient recording near the left ear on the left 
seat as a baseline and add the treefleld corrected Kemar recording only while radio 
communication is going on and a signal is on the headset. 
The final analysis taking into account the main variables can be done by this Nome-
gram (Graph). 
To the ambient noise you can add simply the signal to noise level to get the signa! 
level. The short term signal level will be reduced by its duration in relation to the total 
time fragment shown in percentages. 
The result of the calculation is the exposure levelJor the pilot during one time frag-
ment, most useful one flight leg 
According to the german regulat;. ns tI10se dB's are impulse-weightened. 
The calculation is true for all period lengths and can of course be done the other way 
round on this nomogramm. 
You can learn from this graph that the overall exposure level is strongly dependant on 
the three variables (Graph) 
Ambient noise 
Signal to noise level 
ReI. duration of signal 
Resulting in an overall noise exposure of above 85 dB(A) 
79.6 dB(A) 
13.7 dB 
26 % 
The problem of noise exposure for pliots is simply not the cockpit surrounding but the 
radio communication. You cal) operate jet aircraft for years without hearing impairment. 
if there is no radio necessary. But elJen nice quite aircraft. will give you trouble if bad 
noisy radios are installed and HJ-= ·cornrnuniC:lIion is often necessary. 
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1. Introduction 
In our capacity as Industrial Trade Association covering the 
vehicle sector (statuory accident insurance), in the Federal 
Republic of Germany we are required by law to prevent occupa-
tional accidents by all suitable means available. Our respon-
sibility extends over 
- the entire road-bound transport industry, 
- commercial aviation, including all associated plant, 
- All employees of non-commercial (private) vehicle, air-
craft, riding and animal-drawn carriage operators (tig.1). 
2. Noise level measurements in jet aircraft 
For approximately 20 years we have been engaged in noise 
level measurements in and on surface vehicles and aircraft. 
In 1979 we started comprehensive noise level measurements in 
the cabins and cockpits of aircraft. So tar we have made a 
total of 90 measurements in jet aircraft. Measuring results 
(fig. 23) have shown that most of the pilots work under con-
ditions where noise constitutes a health hazard. The dominant 
noise level in these environments is constituted by the ra-
diotelephone traffic, which has also been confirmed by meas-
urements carried out by Mr. Hoffmann of the DLH. 
3. Noise limit values and assessment of the measuring results 
3.1 Assessment of noise levels below 85 dB(A) 
We distinguish between noise limit values (noise levels) be-
low approx. 85 dB(A) of extra-aural effects (non damaging to 
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hearing) and values equal to, or higher than, 85 dB(A) having 
aural effects (damaging to hearing) . 
In the case of noise ranges below the hearing damage level, 
extra-aural effects of many different manifestations have 
been proved by numerous investigations. Noise levels of 60 
dB(A) and higher will already cause autonomic reactions. At 
a physiological level, an increased secretion of noradrenalin 
and also vanillin-almond acid has been established. Stomach 
secretions decrease, blood vessels contract and the pulse 
count and pulse and blood pressure increase. Patients with 
heart circulation disorders, as well as people suffering 
from high blood pressure are at special risk. In general, 
the tests show that reactions differ widely from person to 
person. Reactions were found to be not only dependent on the 
innate disposition, but also on the motivation towards the 
noise. The pathiological influence of extra-aural noise ef-
fects on human beings is frequently disputed. However, there 
can be no doubt that extra-aural noise effects must be con-
sidered as stress factors. 
As a rule, noises inside aircraft show a high content of in-
frasound. Sound pressure level measurements at a linear fre-
quency curve, i.e. without A-evaluation, then show values 
higher by up to 30 dB. In that case 100 dB (lin) instead of 
70 dB(A). 
In a series of tests, Messrs. Ising and Schwarze exposed 100 
experimentees to noise and reported their findings in 1982. 
They have come to the conclusion that no distinct adverse ef-
fects of an objective nature occur, but that detrimental ef-
fects of a subjective nature are indeed felt. Other authors, 
especially in the United States, found visual defects, di-
\. 
\ 
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gestive troubles and generally quicker signs of fatigue in 
the experimentees. Extreme amplitudes of these air vibrations 
in excess of 150 dB caused nausea, as well as headache, and 
ache in the testes. 
As pilots are mainly subjected to psychic stress, it seems 
reasonable to base assessments of noise levels at work also 
on the "Ordinance on Work Places" as published on January 2, 
1989. According to article 15 of this ordinance, a level of 
55 dB(A) must not be exceeded, when predominantly intellec-
tual work is involved. This ordinance is based on the fact 
that loid noises will impair the concentration and attention 
of such staff. Experimentees of widely varying background 
were found to produce a significantly higher rate of mistakes 
than those that were given the opportunity of solving the 
same test problems in peace and quiet. Noise has an acti-
vating effect, without a person being conscious of this fact, 
and also awakens a readiness to fight and to take to flight. 
Aggressive behaviour can, for instance, also be explained by 
a high inner noise level. 
If it is to be ensured that a pilot can recognize an acoustic 
signal, a suitable low-noise aircraft has to be provided. 
This aspect is treated in DIN 33 404 "safety requirements of 
acoustic danger signals", where it has been pointed out that 
the sound level of an acoustic signal can only be correctly 
heard when the interfering sound level in the reception range 
is lower by 10 dB(A). Otherwise the pilot of a loud aircraft 
will accordingly be warned later, i.e., for example, only 
when he moves closer to the signal transmitter. Note must be 
taken of the fact that radiotelephone noises will increase 
the noise level inside aircraft by approx. another 10 dB(A). 
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3.2 Assessment of values higher than 85 dB(A), i.e. above the 
hearing danger limit 
In the presence of inside noises, as caused by radiotelephone 
traffic (LEP,d) , the risk of hearing damage increases steeply 
(fig. 4). Apart from this, comprehension of the spoken word 
is very poor and almost impossible (fig. 5). 
4. Evolution, costs and risks of the occupational desease 
"Noise Deafness" in the aviation sector 
The development of the occupational noise deafness disease 
and the costs involved in all areas for which we are re-
sponsible, is shown in fig. 6. A not insignificant propor-
tion of the total is represented by the occupational noise 
deafness disease in the aircraft industry (fig. 7). 
From 1975 or thereabouts until the end of 1988, the Berufsge-
nossenschaft received notification of a total of 1,647 in-
sured persons from these enterprises who were suspected of 
having defective hearing constituting the occupational dis-
ease known as noise deafness. 
Of these notified cases, 410 were in the aviation sector, ca-
tegorized as follows: 
ground crew 
air crew 
387 
23 
The air crew are further categorized as follows: 
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cockpit pilots 
cockpit flight engineer 
cabin crew 
12 
1 
10 
Of the 1,647 insured persons reported up to the end ot 1988 
as having a suspected hearing defect, a total of 37 persons 
have been granted a pension, i. e. the hearing loss - in both 
ears - had reached or exceeded the prescribed 40 % level at 
which a pension becomes payable. 
These 37 insured persons who were granted a pension included 
3 pilots. 
If these figures are placed in the context of the total num-
ber of insured persons, the situation in the aviation sector, 
with particular reference to air crew, is as tollows: 
a. Total insured number employed approx. 560,000 persons 
- in the aviation sector approx. 80,000 persons 
- as air crew approx. 15,000 persons 
- as cabin crew approx. 11,000 persons 
- as cockpit crew approx. 4,000 persons 
In other words, 14,3 % of all those insured are aviation 
workers (commercial and administrative staft, ground serv-
ices and air crew). The persons who work on board aircraft 
constitute around 2,7 % of which 1,7 % are cabin crew and 
0,7 % are cockpit crew (pilots, co-pilots and flight engi-
neers) . 
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b. Total number reported as having 
a susp~cted hearing defect 1,647 persons 
aviation sector 410 persons 
air crew 23 persons 
pilots 12 persons 
flight engineers 1 person 
cabin crew 10 persons 
In other words, approximately 25 % of all insured persons 
who were the subject of notification as having a suspected 
hearing defect work in the aviation sector, with air crew 
accounting for 1,4 % of the reported cases. 
c. Total number granted a pension as a 
result of defective hearing 
pilots 
37 persons 
3 persons 
In other words, 8,1 % of all the insured persons who, by the 
end of 1988 had been granted a pension as a result of having 
suffered the prescribed level of hearing loss, were pilots. 
This relatively small figure can be explained by the fact 
that pilots will lose their licence before their hearing de-
teriorates to the level of 40 % loss in both ears prescribed 
under the statutory accident insurance scheme as giving en-
titlement.to a pension. 
This in turn means that the quality of a pilot's life will be 
considerably impaired by factors such as reduced speech in-
telligibility and restricted directional hearing without the 
compensation of a pension which is granted to sufferers of 
the occupational desease known as noise deafness. 
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In summary, the statistics available at the end of 1988 show 
that the low figure of 0,7 % of all insured persons (pilots) 
represents 8,1 % of all cases in which a pension was granted. 
It is to be assumed that the figures at the end of 1989 will 
show an increase in this proportion, as some cases are being 
examined under the final statutory recognition procedure. 
The final point to be noted is that the current average level 
of compensation payable in respect of occupational noise-in-
duced deafness is a pension of 160.000 DM per person. 
5. Required and possible measures 
5.1 Legal basis in the EC 
As early as 1974, the accident prevention regulations "Noise" 
(VBG 121) came into force in the Federal Republic of Germany. 
Preparation of the EC "Noise" regulations (Guidelines by the 
Council covering the protection of workers against health 
risks caused by noise at the work place, dated Dec. 5, 1986) 
was based on the accident prevention regulations already 
available at that time. The above EC Noise Protection Guide-
lines became national law in Germany on Oct. 1, 1990. The 
safety level existing then was not only maintained, but in 
some cases has been improved and has been defined in a more 
detailed fashion. 
5.2 Noise level reduction 
In article 5 of the EC-guidelines (article 9 of the accident 
prevention regulations "Noise") the following requirement is 
formulated: 
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1. The risks resulting from exposure to noise must be re-
duced to the lowest level reasonably practicable, taking 
account of technical progress and the availability of 
measures to control the noise, in particular at source. 
2. Where the daily personal noise exposure of a worker ex-
ceeds 90 dB (A), or the maximum value of the unweighted 
instantaneous sound pressure is greater than 200 Pa: 
(a) the reasons for the excess level shall be identified 
and the employer shall draw up and apply a programme 
of measures of a technical nature and/for of organi-
zation of work with a view to reducing as far as 
reasonably practicable the exposure of workers to 
noise; 
(b) workers and their representatives in the undertaking 
,or establishment shall receive adequate information 
on the excess level and on the measures taken pur-
suant to subparagraph (a). 
In order to show means suitable to reduce the daily personal 
noise exposure (LEP.d) of cockpit crews, we have, in coopera-
tion with Lufthansa, prepared a noise abatement program as 
detailed below which we would like to put forward for dis-
cussion: 
5.3 Noise abatement program 
1. Short-term measures, such as 
1.1 Reduction of the ATe-level by means of the manual volume 
control to a level where communication is just adequate. 
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1.2 Improvement of the degree of modulation of the desired 
signal through personal discipline (loud and clear speach, 
holding the microphone immediately in front of the mouth) 
and by asking the ground staff to do likewise (e.g. via 
SINFO. Refer also to annex 14 of the radio VO and to CCIR-
Recommendation no. 251). 
1.3 Use of suitable ear protectors when performing outside 
checks, especially during AFU or GPU operations. 
2. Medium-term measures, such as 
2.1 Continued efforts to find an optimum headset for the 
cockpit crews as replacement for, or alternative to, the 
Telex and Sennheiser LH 400 set. 
2.2 Practical testing of ear protectors worn under the head-
set to improve comprehension of the spoken word. In order to 
obtain a high degree of acceptance on the part of the test 
person, these investigations during fliqht op~rations will 
have to be carefully prepared. 
2.3 Continual pressuring of the maker to provide technical 
upgrading of the onboard receiver. It would b~ de~ira.ble to 
obtain an even more effective separation of the intelligence 
signal from the spurious signal. Despite the fact that the-
orethical starting points can be seen, so far no promising 
avenue for realisation has been found. 
2.4 Automatic maximum level limitation for the onboard re-
ceiver. 
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2.5 Compensating of the cockpit sound field by superimposing 
an inverted sound field (so-called destructive interference). 
3. Long-term measures 
Such measures are outside the sphere of influence of the 
aviation industry and are listed only to complete the range 
of potential measures and to show that modifications in this 
field will also result in changes in the noise-induced stress 
of cokpit_crews. 
3.1 Possible conversion of the radiotelephone traffic to sat-
tellite communication. 
3.2 Increase in the degree of modulation of the ground sta-
tions. 
3.3 Aerodynamic design of the outer cockpit contour. 
" -
3.4 Decreased sound emission of the jet power units towards 
the front. 
Practical testing of ear protectors as mentioned under para. 
2.2 has been successfully completed in the meantime. The re-
levant report can be supplied, if required. 
5.4 Ear protectors and medical care 
5.4.1 Ear protectors 
The use of ear protectors is regulated in article 6 of the 
EC-guidelines. 
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"Article 6 
1. Without prejudice to Article 5, where the daily personal 
noise exposure of a worker exceeds 90 dB (A) or the max-
imum value of the unweighted instanteous sound pressure 
is greater than 200 Pa, personal ear protectors must be 
used 
2. Where the exposure referred to in paragraph 1 is likely 
to exceed 85 dB (A), personal ear protectors must be made 
available to workers. 
3. Personal ear protectors must be supplied in sufficient 
numbers by the employer, the models being chosen in 
association, according to national law and practice, with 
the workers concerned. 
The ear protectors must be adapted to the individual worker 
and to his working conditions, taking account of his safety 
and health. They are deemed, for the purposes of this 
Directive, suitable and adequate if, when properly worn, the 
risk to hearing can reasonably be expected to be kept be-
low the risk arising from the exposure referred to in para-
graph 1. 
4. Where application of this Article involves a risk of acci-
dent, such risk must be reduced as far as is reasonably 
practicable by means of appropriate measures. 
Article 7 
-1. Where it is not reasonably practicable to reduce the daily 
personal noise exposure of a worker to below 85 dB (A), the 
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worker exposed shall be able to have his hearing checked by a 
doctor or on the responsibility of the doctor and, if judged 
necessary by the doctor, by a specialist. 
The w~aring of ear protectors by flight crews must always 
comply with the applicable flight safety regulations, and 
in this case of pilots already suffering from partial loss 
of hearing, in compliance with the appropriate medical in-
structions. 
6. Summary and concluding remarks 
Even slight noise abatement measures involving a reduction of 
the noise level of, for example, only 5 dB would already con-
siderably reduce the hearing damage risk of pilots (fig.4). 
If this is not possible, suitable ear protectors should be 
worn. A noise reduction of only 10 dB, as can alrady be 
achieved by using the slightly muffling ear plugs, can re-
duce the risk to below 5 per cent at noise levels of up to 
95 dB (A) . 
The main source of noise in modern jet aircraft is constitut-
ed by the radiotelephone traffic noise. It could be said that 
pilots, by their very occupatibn, are carrying a walkman. 
This noise pollution is also present in other occupations and 
applies to 
- air-traffic controllers, 
- radio operators on sea-going vessels 
- audio typists (secretaries) 
For the above reasons a standard is already under discussion 
that is to define uniform regulations for "noise emissions by 
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sound sources located close to the ear" (DIN 45 683, part 1, 
draft) . 
In our opinion, incorporation of this measuring procedure in 
the ISO 5129 "Acoustics measurement of noise inside aircraft" 
would represent a major step forward. Only then would it be 
ensured that this problem is also brought to the attention of 
the aircraft makers (fig. 8). 
In conclusion I would like to quote the pilot Prof. Dr. med. 
Niemeyer (Ear, Nose and Throat specialist) with regard to the 
subject of loss of hearing: 
"Blindness is something that can be imagined, because every-
body knows from his own experience the helplessness which re-
sults from the lack of information in the darkness of night 
or in dark rooms. Constant failure of the sence of hearing, 
however, is something most people cannot imagine and conse-
quently fail to sympathize with. The helpless tapping of a 
blind person in strange surroundings MOtivates other people 
to offer assistance immediately. The helplessness of those 
who are hard of hearing scarcely move$ .nyone to compassion, 
but frequently to laughter, or the 10sa of hearing is simply 
found to be a cause of annoyanse". 
In the interest of flight safety, pleaae help to eliminate 
these damaging conditions. 
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Wir betreuen We take care of 
das gesamte straBen- • the whole traffic trade 
gebundene Verkehrs- engaged on public road 
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• the air traffic with its 
den Flugverkehr mit equipment for aircraft 
servicing 
seinen Einrichtungen 
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Berufsgenossenschaft fOr Fahrzeughaftungen. • 
Measurements from 
1982 - 1990 
results of 90 measurements 
cockpit-
noise 
78±6 dB(A) 
-< 
~.,: .~ 
LEP,d - parameters : 
- cockpit noise 
- ATC-quality 
- lost of hearing 
(pilot/copilot) 
-parameters 
of headphone 
-VH F or H F-radio 
." : 
The daily personal noise exposure (LEP,d) of a worker is expressed in dB(A) using 
the formula: Te 
LEP,d = LAI,Te + 10 log 10 -
To 
1 Te PA (t) 2 
LAI,Te = 10 log 10 {- f [ ] dt} 
Te 0 Po 
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ff I] I I PI P s 
Noise limit values 
Ordinance on workplaces 
55 dB(A) = intellectual work 
70 dB(A) = mechanized work 
Accident prevention regulation "Noise" 
85 dB(A) = hearing damage risk approx. 1%! 
90 dB(A) = hearing damage risk approx. 10% ! 
As from 85 d8(A) "Assessment noise 
level" 
Su itable ear protection to be used ! 
Ordinance on work places 
Extra-aural effects = non-damaging to hearing 
Accident prevention regulations "Noise" 
Aural effect = damaging to hearing 
Berufsgenossenschaft fOr Fahrzeughaltungen 
'" 100% UE = Age 
Duration of exposure 
(]) 80 
0') 
~ 
E 
ctS 
"0 
0') 60 c: 
.-= 
ctS (]) 
.c: 
.c: 
.-
.~ 40 
c: 
0 
-.;:; 
.... 
0 
Cl.. 
0 
.... 
CL 20 
-5d8~ ISO 1999 Mode/limit = 5 % 
o 105 100 95 90 85 
Assessment level k in dB 
Probability of the develooment of hearing damage (loss of 
hearing in excess of 40 dB at 3 kHz) as a function of the 
hearing-effective assessment level to ISO 1999. 
The parameter chosen is the combination age/years of exposu-
re. The diagram makes possible an assessment of the effecti-
veness of ear protectors. Departing from the assessment level 
at the work place. the percentage of the group under review 
suffering from hearing damage is read off. 
Read off then "is the assessment level reduced by the effecti-
ve sound attenuation. In chis way the hearing damage risk for 
30-year old men having been exposed to a noise of 102 dB(A) 
over a period of 10 years while wearing ear protectors offe-
ring an effective sound a:tenuation of cll1y 5 dB is reduced 
from 33% to 11'5. 247 
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Interrelation between disturbing noise and 
speech communication over long distances 
Enviromental disturbing noise 
at location of listener Quality of 
A-assessed Speech disturbing speech 
sound level sound level communication 
LA LS\L 
dB dB 
up to 55 up to 47 satisfactory 
over 55 up to 65 over 47 up to 57 slightly difficult 
over 55 up to 80 over 57 up to 72 difficult 
over 80 over 72 unsatisfactory 
In the case of an A-assessed sound level of the environmental noise 
(spurious noise) between 70 and 80 dB(A), and a SIL of between 65 and 
80 dB(A), speech communication over long distances is described as 
difficult to unsatisfactory in the DIN 33 410. In principle, this also appl.ies 
to radio communication. 
As a NOTE the DIN adds the following: 
It is to be noted that it is the distant subscriber that becomes unintelligible 
first when the spurios noise increases at the location of the listener. Ex-
perience shows that the listener will raise his voice when the spurious 
enviromental noise increases. Apart from this, the signal-to-noise ratio at 
the microphone is still favourable, when the interfering noise penetrates 
via the microphone and the free ear and already shows a superimposing 
quality. 
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Exerpt from the list of occupational diseases 
Statistics 
1982 
1983 
1984 
1985 
1986 
1987 
1988 
1989 
1982 
1983 
1984 
1985 
1986 
1987 
1988 
1989 
Noise (BK 2301) 
Reported Acknowledged First compensated 
cases cases 
52 3 
46 3 
51 0 
54 0 
70 4 
96 6 
129 10 
137 
.. 
-+ 
e6'i1ii 
Qi II ria s 
Pensions still being paid 
in the current year 
8 
8 
8 
17 
25 
29 
33 
37 
cases 
4 
3 
4 
8 
6 
4 
4 
1 
Pension payments in 
million DM 
1,28 
1,28 
__ 1,28 
2,72 
4,00 
4,64 
5,28 
5,92 
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• 
Occupational diseases NOISE (BK 2301) 
t Fia.7 
Switch 
I\) 
Dummy used for 
acoustic measurements 
(IEC-report 959) 
> 
Amplifier 
~ . 
/ Head-phone 
Mini cassette 
player 
Equalizer 
Berufsgenossenschaft 
fOr Fahrzeughaltungen 
Integrating sound 
level meter (lEC 804) 
with free-field 
reference filter 
~ ~ Measuring arrangement for determining sound immission through open head-phones 
o and plug-in head-phones 
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~ ALENIA 
ALENIA AERONAUTICA 
ACTIVE VIBRATIONS AND NOISE CONTROL 
FOR TURBOPROP APPLICATION 
RESEARCH PROGRAM ACTIVITIES 
A.PAONESSA 
A.CONCllIO 
l.lECCE 
AlENIA 
CIRA 
IPV 
AlENIA/CIRA/IPV 
ALENIA 
ALENIA AERONAUTICA OBJECTIVES 
• Development ef Active noise centrol techniques to alleviate 
inefficiencies and drawbacks of Passive noise control 
approach especially at low frequencies. 
• Reduction o.f structurally. radiated noise applying external 
forces to the vibrating structure by means of force 
actuators made of piezoelectric material and actively 
controlled. 
• Piezoelectric actuators are lightweight, are easily attached 
to the vibrating structure, take less space than other 
actuators and don't require any support structure. 
• Reduction of fuselage vibration levels in propeller driven 
aircraft by means of distributed piezoelectric actuators 
actively controlled. . 
ALENIA 
ALENIA AERONAUTICA RESEARCH PROGRAM 
• ALENIA has been involved in the investigation of 
piezoelectric material application since 1989 together with 
CIRA and IPV of University of Naples. 
• Theoretically and experimentally activities about the use 
of piezoelectric material as sensing and actuating elements 
of active control systems have been undertaken. 
• Theoretical studies of the system consisting of a simple 
structure with a piezoelectric actuator driven by different 
control laws have been performed by means of F.E.M .. 
• Tests of piezoelectric actuators on simple structures are 
currently under way. Application to more complex structures 
as a rectified aircraft frame and a fuselage double wall 
will follow soon . 
• Design and development of software and hardware for 
vibration active control systems are also considered. 
t 
J 
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I\) 
CJ1 
CJ1 
SUMMARY OF PERFORMED ACTIVITIES 
THEOR.- NUMERICAL 
• PIEZO-STRUCfURES INTERACTION MECHANICS (ACTUATORS AND SENSORS) 
• FEM SIMULATION OF COMPLETE SYSTEM 
PIEZO + STRUCTURE + ACOUSTIC + CONTROL 
• SIMPLE FEEDBACK AND LMS FEEDFORWARD CONTROL ALGORITHMS 
FOR BEAMS, PLATES AND DOUBLE WALL PARTITIONS 
• NEURAL OBSERVER FORST-:\TE ESTIMATION IN ACTIVE CONTROL SYSTEM 
EXPERIMENTAL 
• PIEZO-ACTUATOR AND SENSOR MODEL VALIDATION ON SIMPLE 
STRUCfURES 
• NEGATIVE POSITION FEEDBACK ACfIVE CONTROL SYSTEM ( SISO ) 
WITH APPLICATION ON BEAMS AND PLATES 
• PIEZO-ACTUATION AND SENSING ON COMPLEX STRUCfURE 
( RECTILINEAR FRAME STRUCTURE) 
• SPECIFICATION FOR A MIMO COMPLETE ACTIVE CONTROL SYSTEM 
PIEZO - STRUCTURE INTERACTION 
Medium Plane ._______ ZJ 
,)-y 
x 
L 
SLIDING FORCES ACTING ON THE PLATE 
AND Of'J THEP I EZO ELEMENT 
PIEZO STRUCTURE INTERACTION 
) EXTENSION OF CRAWLEY'S AND DE LUIS' THEORY ON ID "STRAIN ACTUATION" 
Resolving eCJI.lat.jons: 
a', . ., 0'( •. , ~ ( ) _ 
A, OZI + OJ/I + B, oz' + K, (., - f., - 0 
HYPoU1eses: 
• Constant Strain along the tl1ickness of piezoelectric elements 
• linear Strain along the thtcl,ness of the structural element 
• Superposition Effect Principle (linearity) is valid 
Compatibility oquation: 
ap.. ap., 
-+-=0 ar. 011 
It IS not strictly dependent frum the phjlsicJI problem. but from the hypothes~s we have assumed true 
PIEZO STRUCTURE INTERACTION 
RESULTING STRAIN 
If II, = II, = 1/3 the equations become (x direction): 
8 11.... .811.... ( 
3 azl + a,,1 - K, I.., - f.,) = 0 
-atf. all. 
3 iJzt + 8; + K,(f.,. - c,,)- 0 
integrating. we obtain: 
I. •• = ~A+ ~cOlhr'~A 
6 + tb 6 + ~cOlh r. 
where: 
6 A 6 C.CMh rl~ 
f., = 6 + '" - 8 + ~ coah r. A 
In tl·le same way. along tl1e y direction. there will be: 
r: = ~ a.1 E. (~ + 6) t.1 
9 t.t. tb 
• If r -+ 00 • then the piezo may be assumed to be ·perfectly bonded-; 
in this case. the transmitted forces may be thought as applied at the end of the piezo 
• Out, generally speaking ra ~ r l 
then, it may be incorrect to assume the ·perfect bonding· hypothesis 
for a piezo with a very shor t side 
I\) 
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PIEZO - STRUCTURE INTERACTION 
RESULTS AND CONCLUSIONS 
Compatibility Equation: 
is satisfied if: r -+ 00 
Force (x direction), perfect bonding case: 
• So, the hypotheses we have assumed, 
are consistent if piezo is perfectly bonded . 
• For usual cases, "perfect bonding" condition holds 
(thickness of bonding layer < .1 mm). 
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o NUMERICAL SIMULATION VIA MSCINASTRAN 
- YPiJZD 
PLATE AND PIEZO-ACTUATOR 
HEXA MODEL 
~------------~--~-------------~ ;' ~:z~;(~ & Fy,eq:? ;:-: FX ,eq EDUIVALENT FORCES APPLIED 
I. ;' AT EIGHT VERTICES 
OF PIEZO-ACTUATOR ~ 
PLATE HEXA MODEL 
~ 
£---~~ ::~ ~ --:Xr -)~.: - F~ :;q- ----- 7 TRANSMITTED FORCES APPLIED 
I ;' ON THE CONTACT SURFACE 
7<~~ 
PLATEOUADMODEL // ~ n..-D f\ / 
I ___ /// rKA,-r-~6) My,eq 
/ L Mx,eq . 
7 x 
TRANSMITTED MOMENTS APPLIED 
ON THE CONTACT SURFACE 
N 
NUMERICAL MODELLING OF PIEZO SENSORS 
STRAINS FROM FEM MODEL CAN BE DERIVED BY : 
* DETAILED MODELLING OF PIEZO AND STRUCTURE ; 
* APPROXIMATE EVALUATION FROM DISPALCEMENTS. 
IN THIS 2nd CASE ,FOR BEAMS OR PLATES OF RECTANGULAR 
CROSS SECTION, 1fE CAN DERIVE: 
'fHERE : 
~,., - 2 tJ(Ji. + w.:." 
6 )(2 
1V. = VERTICAL DISPLACEMENT AT NODE i 
c. 
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ACTIVE CONTROL SCHEME 
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NEURAL OBSERVER ( N.O. ) FOR STATE ESTIMATION 
IN ACTIVE CONTROL SYSTEMS 
4t It is foreseen that this estimation structure is more 
advantageous than classic approaches 
4t The learning phase of N.O. can be implemented in real time 
4t Can be applied to non-linear structural systems ( real ones) 
"1 
1 
NEURAL OBSERVER FOR STATE ESTHvlATION 
IN ACTIVE CONTROL SYSTEwlS 
GENERAL ARCHITECTURE OF A NEURAL OBSERVER 
r~UI.',B[R OF STATES = 4 
NU~.~8[R OF I.~EASUREI.',ENTS = 2 
• WITH e (k) .. X (k) - X (k) -_.. 0 
I I I 
ACTUAL STATES: 
ESTIMATED STATES: 
OUTPUT LAYER 
W(H,O) 
H:DDEN LAYER 
V(I,H) 
INPUT LAYER 
Xl (k) 
. 
Xl (k) 
t 
Yl (k-1) 
, 
T 
Y1 
X 2 (k) 
. 
X2(k) 
t 
Y 1 (k·2) 
.J 
XJ(k} X (k) 
.. 
. 
XJ (k) 
t 
Y2 (k-1) Y2 (k-2) 
'--y-J 
Y2 
EACH CELL 0 IS A PROCESSING ELEMENT (P.E.) 
ORIGiNAL p,:'.r·- :" 
OF POOR Qli t ·' ,"'. 
''\ ... ~I "' 
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NEur~AL OBSERVER FOR STATE ESTIMATION 
IN ACTIVE CONTROL SYSTE!vIS 
BLOCK DIAGRAM OF A REAL NEURAL OBSERVER 
y(k -, ) ---
FMEVIOUS { __ --
1.~EASUREr.IENTS y (k - j) -
DATA ----
y(k-p) -~ 
PREVIOUS 
INPUT 
DATA 
U(k-1)-~ 
{ U(k-j) ~~~ 
U(k-p) 
ACTUAL MEASUREMENTS . 
DATA y(k) _ y(k) 
e(k-1) 
IDEAL 
NEURAL 
OOSERVER 
NE:TWmK 
IDEAL STATE 
ESTIMATES 
+ 
STATE 
ESTIMATES 
l __ A 
X(k) 
--------------------- ESTIMATA TION 
e(k-i) ~ 
I--__ ~I MINIMIZATION 
NElWORK 
---------------------
e(k-n) 
STATE 
ESTIMATES 
CORRECTCN 
1\ 
6 X(k) 
~========~~==~=========-==---====----~=,~----=-====================~ 
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NEURAL OBSERVER FOR STATE ESTIMATION IN ACTIVE CONTROL SYSTEMS 
( COMPUTER SIMULATION OF A VIBRATING BEAM ) 
o 
c--' 
_ ::l 
--------
__ --.. I ~ 
.. th~~)' . 
' .• f' -.; "', i( . 
~~~~I~I~I~I~I~I~I~I~I~I~I~I ~I~I~I'~I~I~I ~I~III~ 
o 1000 2000 3000 
TRAINING CYCLES 
Estimation Error \'s. Training Cycles 
~ ci~j'-~----------------=--g-~-ti-~f-~-gi-I---' 
fj;;; I~ 
:::>0 
..., 
CI 
< 
'.. ., 
.~' 
3000 
'Weights Adjustment vs. Training Cycles 
N 
0') 
OJ 
NEURAL OBSERVER FOR STATE ESTIMATION IN ACTIVE CONTROL SYSTEMS 
( COMPUTER SIMULATION OF A VIBRATING BEAM ) 
- - nee\ " X) 
. _.' ""rT .• I~ o( Xl 
3 
., 
I 
~ 1, ~ .... ~, ., .... T 1 1-"-' .... ,.-,-,-,'.' ~-, ",,-, T-T'-,. '", 
o ~uo 1000 I ~OO 2000 
TIME SIMUU.TION 
)Ilarnic Simulation Comparison of Exacl and Estimale 
or \3 (Neural OLserver turned on al instant k= 1000) 
o 
.., 
o 
t.r.J 
(/)0 ZO 
0 0 
P.. 
(/) 
We Ct:6 
I 
o 
C: 
I 
e 
- .uel o( X. 
- - _ •• ,Uoal. o( X • 
,,- -h-,-,rr-ro'Y,,-, ,I 'I ,I ,I ,I ,I """""rr-I 11-,I ., ., ., "'-'1 I .... -.--.--r-r-r-.--.-.-l 
I 0 ~OO 1000 I ~oo 2000 
TIME SIMULATION 
Dynamic Simulation Comparison of Exacl and Estimate 
for X4 (Neural Observer lurned on ot instanl k= 1 000) 
OPTIMAL NOISE CONTROL ON DOUBLE WALL PARTITIONS 
• Typical application of Active Control for Interior Noise 
in Aircraft Fuselage. 
• Similar studies were previously conducted using Point Force 
(Shaker) Active Control. 
• Piezoceramic Patches are candidate substitutes for Shakers. 
N 
-...J 
o 
OPTIMAL NOISE CONTROL ON DOUBLE WALL· PARTITIONS 
( con t. ) 
• Optimization criterion: rpsearch of the Minimal Vibrational Energy 
(Ev) or Sound Power Radj~tjon (SWR). 
• Characteristics of the a 10o r ythm: 
an application of thG LMS routine 
feedforward-type (structure and external loads are known). 
• External load: white-noise type (0-500 Hz). 
r • No algorythm has been.implemented for the choice of 
tile best location of piezo-actuators . 
• OBJECTIVE: to reduce SWR of the Trim Panel 
• Computation of the pressure field (free-field model): 
() jwpSe-i"r ( ) p y = v x 
27rr 
N 
-...,J 
...... 
FEM MODEL OF THE DOUBLE WALL PARTITION SYSTEM 
TRIM PANEL : 
enID's: llx16 (x5 DQt-s) 
OUAD ELEMENTS : 150~ 
ACOUSTIC VOLUME : 
GRID's: llx16x4 (x3 DOr-s) 
==-:.. PI EZOELECTR I C ELEMEr-HS 
~ 
~~~~--==~=----~ 
HEXA ELEMENTS : 450 -----
SKIN PANEL : _____ ... '~2~<::J16 "-:d~76 ~ 
GnlO's : llx16 (x5 uOFs) ~~.---------------------~--~ 
OUAO ELEMENTS : 150 
SWR EVALUED ON THE TRIM PANEL 
CONTROL ON SOUND POWER, RADIATED BY THE TRIM PANEL 
SWR (dB) 
100.00 l 
! 
75.000 -1 
i 
50.000 -i 
I 
I 
I 
I 
25.000 -1 
1 
! 
i 
I 
- - .. _--- -- -- - -- -. -_._, 
SWR Control 
SWR Bela control 
No control 
-- --.-- - - - .. 
-' , 
, , 
... ... - ... 
.OOOOOE+OO -+.1------.-- --~---r------___r_----__1 
50.000 162.50 275.00 387.50 500.00 
FREQUENCY (Hz) 
OPTIMAL NOISE CONTROL ON DOUBLE WALL PARTITIONS 
( Preliminary Conclusions) 
• SWR (direct) Control is a beLter way to minimize Sound Emission 
\1 i U-I rOo e ~ p e c t toE v Con t r 0 1 . 
• I\ctuators placed on the Trirn Panel are less effective .. 
• 1\11 Ule rour piezoes placed on the Skin Panel must be involved to 
obtain interesting noise roduction. 
• I'resented resul ts are not comparable. because a di fferent weight 
["actor was used. 
• r~ r fee t 0 f Cos t Fa c tor i n t rod u c t ion: 
- Control Forces (magnitude) reduction; 
- Control Effectiveness locaized at Resonance Frequencies. 
• r u r til e r Ob j e c t i v e s : 
- To improve Efficiellcy of Piezo Actuators (Best positioning) 
- To investigate about tile effect of Physical and Geometrical 
c h a r act e r i s tic son t I-I e Con t r 0 1 S y s t em. 
I 
1\ 
I 
SIMPLE NEGATIVE POSITION FEEDBACK ACTIVE CONTROL 
SYSTEM (SISO) WITH APPLICATION TO BEA~lS AND PL<\TES 
DESIGN SPECIFICATION 
• PRELnlINAR)' SIMPLE SYSTEM (SISO) TO ASSES CAPABILITIES 
• MINIMUM HARDWARE AND COST 
• ANALOGIC SIGNAL PROCESSING 
• LIGHT AND SMALL 
• PIEZO-ELE~lENT AS ACTUATOR AND SENSOR 
• ~lINnlUM SIGNAL CONDITIONING AND A~lPLIFICATION 
II 
, 
, 
N I 
1 , 
I 
-
, 
, 
I 
, 
2 
: 
, 
- I 
I 
3 
I 
! 
SU1111ARY OF EXPERIlvlENTAL ACTIVITIES 
MAIN CHARACTERISTICS OF THE FOUR SPECIMENS 
USED DURING TESTS 
, , j 
I I 
CONTRAINT SECTION DIMENS. I MATERIAL , 
TYPE (mmJ (mmJ ! TYPE 
Rt;clangular Lt;nghl I Alluminum i BEAM CANTILEVER , 50 x 5 530 I Alle,y ! I ! 
---- - -, -- - -- .--- ------- - -----,--- - - - - - --_ .. _-----
I 
I 
Rectangular Lenght 
I Steel BEAM FREE 40 x 4,4 385 I 
I 
------ r-------- -- --- -------- ---- ..... -"---
DIFFERENT Thickness 2024 
PANEL 400 x 500 , CONDITION AI. Allc'y 2 : 
- .--~! _. ---"-_ .. _- ------- ----_. -- ---- ----.- - - "-"-- ---- -- - .--.-.--------
I 
: RECT. SIMPLY Lenght 2024 4 Fig. 1500 I FRAME SUPPORTED AI. Alk,y 
! , 
i 
II 
jl 
I: 
;1 
:! 
" Ii II 
PIEZOELECTRIC PCE-5 MATERIAL CHARACTERISTICS 
(furnished by SECI-SUD, Qualiano (NA) ) 
------~---------------------------------------Density (gr/cmA3) = 
curie Temperature' (C)· = 
d31 (m/V) = 
g31 (mV/N) -
Young's module (N/mA2)= 
Poisson's module -
7.65 
355. 
18.6 e-12 
12.3 e-3 
6.3 e+l0 
.33 
----- - - ----- ~.-----
- ---------
I 
II 
II 
PIEZO-ACTUATOR AND SENSOR lvl0DEL VALIDATION 
l'~ Ulllti' kal (A) 
Experimental (B) 
Comparison 
FRF's of a Plate in 
Open-Loop Configuration. 
PieZO-Actuator 
~------Plate ~ 
/ 
Piezo-Sensors 
0 
25 
2.0 
> 
•• S 
... 
0 
~ 
•• 0 z 
u 
~ 
.. 
0.0 
0 aID 
FREQUENCY ( Hz ) -
lID 
2. 5 ...---.-, _ .. : i: •. 
MAC 
V 
1120 
· . . . .. .. ____ ~ ____ ~ ____ ~ ____ ~ ____ ~ ____ L ____ .. __ • ____ 4 ___ _ 
· . . . .. .. , . .  .. 
· . . • .. I' ----~---·,----,----~----r----r---- .. --t----,----I • • • I. •• 
I • • • I.____ ~ ____ ~ ____ J. ___ _L __ ... ~ ___ .L ____ .. __ .~ ___ ~ ___ _ 
• I • • •• •• 
· . . . " .. 
• • , • I. I I 
----,----, .. ---,-----r----r----r---- .. --t----,----I I I It' •• 
· . . . .. .. ____ ~ ___ ~ ___ ~ ____ ~ ____ L ____ L____ _ _' ____ 4 ___ _ 
• I • • • I •• 
• t' •• I. 
• • • I  
--_ .. ,- ...... ,- --,----"'"'r- .. -.. r----r----.. ,-_ ..... , ---
I • • • • I •• 
I • • I •• I I 
____ ". __ ". __ '"' ____ -'- ___ L ..... __ L____ _ " ____ ,, __ _ 
I I • I •• • I 
· . . . .. .. 
· • • . I' ., 
----1- --,~ --~---- ---~----~---- - 9----1 
• I • I I. ••I • • I •• f I 
--- ... ~ ...... ~ . --:-----... - .. :- .. ---~---- .... !- ... " --
: • •• I oL-~~~~~~~~~~~~~ 
o 500Hz 
PIEZO-ACTUATOR AND SENSOR l'dODEL VALIDATION 
50. 
0.0 
-50. 
RECORDED I f'JI-'Ur J\f'JD (llfl PU r s] G~~J\LS AT "11 0 HZ 
r=-ROM ACTUA Ton 1 At',JD SEr'~SOR 5 
f\ /' J1 A 
" 
f\ A 
" 
(\ I~ :\ 
A 
" 
A f\ f\ f\ f\ f\ A 
V V V V V V V V V V V 
IJ v v V V v v v v \J 
0.00 0.01 0.02 
SECONDS 
5 
(n 
~ 
.J 
o 
> 
-5 
PIEZO-ACTUATOR AND SENSOR MODEL VALIDATION 
PIEZO-ACTUATOR AND SENSOR COUPLE 
PIEZO ACTUATOR 
I 
~ 
~ 
t 
PIEZO SENSOR 
1-----_.../ 
12 + 41/1 A 
£1 = (2 + 1/1}(6 + 1/1) 
--,' 
~./ 
/ l'Jeulra! aXIs 
./.;"=j 
INPUT(Vi)-OUTPUT(Vu) STATIC RELATIONSHIP 
f'Jur'.,j E XP t::. % 
17.20 16.99 1.23 
\ 
II 
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PIEZO-ACTUATOR AND SENSOR MODEL VALIDATION 
SCHElVIATIC VIE'W OF THE TEST PANEL (ITEM 3 ) WITH THE 
DISTRIBUTION OF THE PIEZO ELEMENTS 
C LAM P 
\ \ \ '" \ \ \ \. \ \. \ \, \, \, 
1/2 D 
c:.::J 
E 
A 5/6 A 
------.- ---------B-----EJ--- -------
ACTU.ATORS 
1/3/5 ~ 
c=====~EJ~===C]== A-~ 
---- ~ SENSORS ~---- E = EXTERNAL 
2/4/6 E>(C I T A TOR 
\ .. 
CONTROL 
BLOCK 
L 
_____ ..JL - - - _L._C_O_N_T._R_O_L_..J POWER I SYSTEM 
DATA ANALYZER 
(0110 SOKK/J 
PLorrER 
PIEZO 
SENSOR 
AUTOMATIC CONTROL SYSTEM 
PIEZO-SENSOR 
--------------------------~ 
OSCillOSCOPE 
~ (DATA GOOO) 
'. 

~Alenia 
AL[HIA AIRONAUTltA 
OIREZIONE TECNICA 
TRASPORTO 
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l'tPICAL RESULTS OF ACTIVE CONTROL ON SPECIMEN N.2 
RESPONSE FROM PIEZO-SENSOR OF CONTROL SYSTEM 
@ IMPULSIVE EXCITATION (HAMMER) 
(]) SINE EXCITATION AT 400 Hz ( 2nd FLEX. MODE) 
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SIMPLE NEGATIVE POSITION FEEDBACK ACTIVE CONTROL 
SYSTEM (SISO) WITH APPLICATION TO BEAf\fS AND PLATES 
70 
/1 ~_ 
20dB/ 
Mf,G 
dB 
;~;'G 
dB 
20dB/ 
-70 
-70 
TYPICAL RESULTS ON PLATE STRUCTURE 
FRF (OPEN AND CLOSED LOOP) BETWEEN PIEZO EXCITATION IN (i) 
AND ACCELERATION RESPONSE IN G) WITH CONTROL ON IN ® 
o 
I 
I 
f 
t 
x. 765. OHz Y: 13. 76dB 
XFR FUNC ret LIN 1kHz 
r------,-------r----r----,- - ---1 
CONTROL OFF 
1 
~ 
I 
~ 
I 
;V~r 
1 
• 
1 ~_~_L_...L-CO_~::~o~_~ ___ L_ ... ~ .. _~_ .. ~ 
o XFR FUNC ret Ut! 1kHz 
XI 765.0Hz Y. 7.31dB 
--- -----------~--
3 
• • 
Ii Ii 
I 
.; 
I· 
II 
I' 
i 
:I 
II 
i l 
,i 
I: 
Ii 
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SIMPLE NEGATIVE POSITION FEEDBACK ACTIVE CONTROL 
SYSTEM (SISO) WITH APPLICATION TO BEAMS AND PLATES 
TYPICAL RESULTS ON PLATE STRUCTURE 
"~, 
FRF (OPEN AND CLOSED LOOP) BEET,~!.EN PIEZO EXClTATlON IN "J) 
AND ACCELERATlON RESPONSE IN \J.J WlTH CONTROL ON IN @ 
50 XI 482. 5000Hz Y, -31. 31dB 
232. 5000Hz XFR FUNC han x2 732. 5000Hz 
50 r----;--"-;-- -;--T---;-Y--;--T-"i'~-] 
! I I I I I I I I I 1 ___ ._ oJ ____ J ____ ..1 ____ ...l... ____ L ____ L ____ 1. ____ J. ____ .l - __ _ 
: I I I I I I I I I 
~ OdS/ ~ - -- - ~- - - -. ~- - -- ~- -.- __ L ----L ----~---- ~-- -- t---- ~.-- --
• . • . I I I I I f 
Iii I CONTROL OFF I I I I I 
Mr\G 
dB 
Mf.G 
dB 
~ 4-
lOdS.' 
t----i----~----~-----~----r---·~----~----t----1----1 
I I I I I- I I I I I i .----~-.---~ .. ---..:--.---:-~ --~----~-. - ~----~----~----~ 
, I I I I I I I I I 
I I I : I I I I I I 
•• _ . __ -' ____ .J_ .• __ • ..: _____ I _L __ L. ____ L ________ ~ _____ J __ 
I I 1 I I I I I I 
. I J 1 I I t I 
J • I J I J I I ~ I 
--,----,----,-- -~ - -r--- . --- ----T- --,----i 
I I I I I,
--~--- : ____ J .. ____ L- ___ I - --~----~ - -t----i----4 
: CONTROL ON I ____ ~----~- --J--.--L--J 
I i I I I I I I ! 
-50 r -- -J .. -- - -J ____ J_ -.---:- ____ t -"- -~- -- - ~ - ___ 1_ ---J - ---1' 
I I I I I I I I : 
--50 L. __ 1._ .... L __ ... -!.. __ ._! _ ._. ~ ___ J _____ .~ ___ ... L .. __ L_J 
232.5COOH2 XFR FUNC hon x2 732. 5000Hz 
X, 4B2.5000Hz Y, -17.07dB 
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PIEZO-ACTUATION CAPABILITIES ON COMPLEX STRUCTURES 
RECTIFIED PARTIAL FRAME OF TURBOPROP AIRCRAFT 
VERTICAL ACCELERATION RESPONSE AT MIDSPAN DUE TO A SINGLE 
OR A C01fBINATION ( in parallel) OF PIEZO-ACTUATORS 
SWEPT-SINE EXCITATION : 0 - :200 HZ; 00 V AUPLITUDE 
RESPONSE EVALUATED AT 08 HZ ( 1st Vertical Bel1ding Freq. 
I ISINGLE PIEla ACTUATOR' 1 HULTI. PIEla ACTUATORS 
--r----- -.---- ----------(in parallel) 
-r------
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PIEZO-ACTUATION CAPABILITIES ON COMPLEX STRUCTURES 
RECTIFIED PARTIAL FRAME OF TURBOPROP AIRCRAFT 
VERTICAL ACCELERATION RESPONSE AT MIDSPAN DUE TO A SINGLE 
OR A CO.MBINATION ( in parallel) OF PIEZO-ACTUATORS 
SINE EXCITATION: 93 Hz ; 90 V A1fPLITllDE 
( 1st Vertical Bending Freq. ) 
________ ~ _______ JSI NGLE PIEla AC TUATOR I I 
, 
PIEza I PIEla N. , 
----- ---~--- ._-.. _-- ; 
10. . SECT. A . 
c 
, 7 
------.-
. - ..... _._-
-
d 8 
, 
i ! ! 
ACC.RESP. : PIEla N. ! ACC.RESP~~ PIEza N. ACC.RESP._ 
- ----- . [9*10- 3] --SECT. S--r(g*10-:-3] :----sECT~-\ --(9*-10-'3) 
150 
.- .. 
i 9 I 
- --
--.- I 10 
/Piezo 10. 
a 
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212 
1 ___ ' 1 '73 
-: 12 
MULT I. PIEla 
_._-
(in parallel) 
---- -- -- , 
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-.. -- --
- .. 
- -.-
A B c PIEla N. ~ ACC.RESP. 
A. ' 
, 
I 
\ 
!A. 
----.-------" , 
ca,'18 IN. I 
9+10 . ! 9+11 
------
j 
7+9+11 1 
---"\ 9+10+11 
-- ---.... 
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~Alenia 
~ Al[HIA A[ROHAUTICA 
~ DIR£1I0H£ H(NlCA 
TAASPORIO 
UNDEFORMED MODEL 
PIEZO-ACTUATION AND SENSING ON COMPLEX STRUCTURES 
:2: SHAPED STRINGER-FEM SIMULATION 
STATIC DEFORMATION 
ALENIA 
ALENIA AERONAUTICA FUTURE PROGRAM 
• Development of theoretical and numerical models for complex 
systems: 
- Circular Fuselage Frame 
- Fuselage Sidewall Panel 
- Real Aircraft Fuselage. 
• Test of active vibration control systems applied to the 
following structures : 
- Stiffned flat panel inside an anechoic chamber 
- Aircraft fuselage on the ground 
- Aircraft fuselage in flight. 
I 
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SUMMARY 
ACTIVE SYNCHROPHASING OF PROPELLER UNBALANCE 
Dick Kaptein, Fokker Aircraft B.V. 
This presentation describes the results of a survey to reduce the inflight propeller unbalance vibrations 
in the cabin of Fokker50 airplanes. Several approaches have been investigated. Active 
synchrophasing of the unbalance vibrations of both propellers has appeared to be most successful. 
Such system is now introduced in series airplanes. It is protected by patents all over the world. 
THE FOKKER50 AIRPLANE 
The Fokker50 turbopropeller airplane is well known for its low cabin noise levels which provide this 
airplane with a jet comfort. The careful selection of 6-bladed propellers with a very accurate and stable 
control system is one of the main reasons of this result. The system controls the shaft speed within 
± 2 rpm and the phase angle between both propellers within ± 2 degree. 
1 P-VIBRATIONS 
After delivery of the 30th airplane it happened that several customers complained about vibrating seat 
tables in the middle of the cabin. A short survey showed that propeller unbalance was the source of 
the vibrations and that the lateral direction of the seat tables was very sensitive for these 1 P-vibrations. 
It was tried to attack the vibrations along 3 routes: 
1- Reduction of the sensitivity of the seat table construction. 
2- Reduction of the transmission by improvement of the Engine Vibration Isolators. 
3- Reduction of the source by improvement of the balancing procedures. 
1. Attempts to reduce the sensitivity of existing seats appeared to require unacceptable weight 
penalties and needed space which was not available. This approach was stopped and vibration 
sensitivity requirements were incorporated in specifications for new seats. 
2. The metal-mesh rear engine vibration isolators were replaced by elastomeric isolators with 
lower dynamic stiffnesses. This reduced the 1 P-vibration transmission with about 30 %. However, this 
improvement was not sufficient to avoid vibration complaints. 
3. Dynamic balancing of the propellers was more successful in several cases. However, during 
test flights to verify the result of the balancing actions it appeared that the vibration level was 
dependent on the flight speed and that the vibration level changed due to a shut-down and relight of 
one of the engines. After some experiments it was found that the 6P-synchrophasing system was the 
cause of latter behaviour. This system has an important influence on the interference between the 
unbalance forces of both propellers. 
ACTIVE SYNCHROPHASING 
The 6p-phase angle requirement can be met with 6 combinations of blades of the LH and RH 
propeller. However, with each of these 6 combinations the phase relationship between the unbalances 
is shifted 60 degrees. In the cabin this results in 6 different 1 P-vibration levels. On basis of this 
phenomenon Fokker has developed an active control system which is able to generate the 6 blade 
combinations, to measure the 1 P-vibration levels for each combination and to select the combination 
with the lowest level. After realisation of the-best combination the system monitors the vibration level. 
If it increases above some limit the system starts the search and selection procedure again. This 
means that it is able to respond on changes in flight conditions such as the flight speed or changes 
in propeller unbalance. The system also has to be active because, due to differences between 
propeller unbalances, each airplane needs a different optimum blade combination. 
The newly delivered Fokker50 airplanes are provided with this Propeller Blade Matching System 
(PBMS). It is also available for existing Fokker50 aircraft. The PBMS box is installed below the cabin 
29lPor close to the wing mounting frames. The PBMS reduces the chance of 1 P-vibration complaints 
to zero. 
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LATERAL 1 P-VIBRATION vs CABIN LENGTH 
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Summary 
A series of new, lightweight loudspeakers for use on 
commercial aircraft has been developed. The loudspeakers use 
NdFeB magnets and aluminum alloy frames to reduce the weight. In 
the cases where high voltage transmission lines are employed, the 
transformers used on conventional loudspeakers are replaced by 
high impedance voice coils of 1000n to 2000n DC resistance to 
lower the weight still further. The lightweight cabin 
loudspeakers are 15cm in diameter and weigh only 39% as much as 
conventional designs without transformers and only 27% as much as 
conventional designs with transformers. A 10cm diameter 
loudspeaker for use in avionics equipment weighs only 70g. The 
lightweight loudspeakers can replace current designs and meet all 
U.S. aircraft requirements. These loudspeakers are now being 
produced and installed in commercial aircraft. 
The NdFeB magnet is virtually encapsulated by steel in the 
new speaker designs. As a result, the stray magnetic fields are 
extremely low and cannot be detected by standard means beyond 
about 25cm. This means that they will not cause magnetic 
interference with equipment on board. Since the loudspeakers 
also have reduced height and smaller volume, they may be used 
with tightly packed avionics packages. 
The field intensity of the magnet may be increased 15% by 
adding a small "bucking" magnet of inexpensive ferrite to the 
design. This increases the weight by only 6% or 7%. If an NdFeB 
bucking magnet is used, the weight penalty is only about 0.6% to 
0.8% for a 15% gain in magnetic field strength. In addition, the 
loudspeakers were tested for back emf. The back emf was. found to 
be low and will produce no electrical problems. 
Active noise reduction using internal loudspeakers was 
demonstrated to be effective in aircraft in 1983. A weight, 
space, and cost efficient method for creating the active sound 
attenuating fields is to use the existing cabin loudspeakers for 
both communications and noise attenuation. To accomplish this 
the loudspeakers must produce a speech to noise ratio of +4dB or 
+5dB in a noise field of approximately 75dB SIL. At the same 
time, the loudspeakers must be capable of several decibels of 
"headroom" to accommodate the active noise reduction signal 
without speech distortion. The lightweight loudspeakers are 
capable of achieving this or can easily be made capable of doing 
so. However, the dual usage of the cabin loudspeakers would 
raise their duty cycle from 4% or 5% to 100%. This would require 
some additional loudspeaker design considerations. An overall 
system design of the combined communication and active noise 
control sUb-systems to provide proper equalization and 
amplification of both functions would also be required. 
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TABLE I 
CONVENTIONAL LIGHT WEIGHT WEIGHT RATIO: 
LIGHT WEIGHT 
CONVENTIONAL 
15 cm Diameter 686 g 185 g 0.27 
Cabin with high 
Loudspeaker impedance 
With voice coil and 
Transformer resistor 
network 
15 em Diameter 387 g 151 g 0.39 
Cabin . 
Loudspeaker 
Without 
Transformer 
10 cm Diameter ------- 70 g ------
Cockpit/ 
Avionic 
Loudspeaker 
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Figure 2. Conventional 15cm Loudspeaker with Transformer (left) and 
Lightweight Loudspeaker with High Impedance Voice Coil 
and Resistor Network (right). 
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